IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2004 Permanent Weigh-In-Motion Data

Digtrict 4 - Filer - US30 - 2.0 Mi. W. C/L
Sunday 1 February Thru Sunday 29 February 2004

Total Traffic- All Lanes Included

Vehicle Direction of Travel

West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 93 0.14 24 106 0.15 27 199 0.15 25
30-35 158 0.24 33 311 0.45 33 469 0.34 33
35-40 458 0.69 38 804 1.15 38 1262 0.93 38
40 — 45 939 141 43 1213 174 43 2152 1.58 43
45 -50 2361 355 48 2694 3.87 5055 371
50-55 7748 11.64 54 8274 11.87 16022 11.76
55 -60 25952 38.99 58 24893 35.72 58 50845 37.31 58
60 — 65 23384 35.13 62 23874 34.25 62 47258 34.68 62
65-70 4558 6.85 67 6281 9.01 67 10839 7.95 67
70-75 707 1.06 72 1024 1.47 72 1731 127 72
75-80 110 0.17 78 158 0.23 77 268 0.20 78
80-85 49 0.07 83 35 0.05 82 84 0.06 83
85 —140 50 0.08 96 28 0.04 94 78 0.06 95
Tota by Lane 66567 48.85 59 69695 51.15 59 136262 100.00 59
Total by Direction 66567 48.85 59 69695 51.15 59
50" Percentile Speed 60
85" Percentile Speed 64




