IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT - From 2004 Permanent Weigh-In-Motion Data

District 4 - Filer - US30 - 2.0 Mi. W. C/L
Friday 1 October Thru Sunday 31 October 2004
Total Traffic - All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type % Speed
0-30 120 0.15 24 116 0.13 25 236 0.14 24
30-35 106 0.13 33 142 0.16 34 248 0.15 34
35-40 261 0.33 38 371 0.43 38 632 0.38 38
40 — 45 510 0.64 43 603 0.69 43 1113 0.67 43
45-50 1859 2.32 49 1618 1.86 49 3477 2.08 49
50 -55 7839 9.79 54 7262 8.36 54 15101 9.05 54
55 -60 30397 37.96 58 29746 34.25 58 60143 36.03 58
60 — 65 31745 39.65 62 34639 39.89 62 66384 39.77 62
65-70 6110 7.63 67 | 10147 11.69 67 16257 9.74 67
70-75 884 1.10 72 1809 2.08 72 2693 1.61 72
75-80 133 0.17 78 283 0.33 77 416 0.25 78
80 -85 61 0.08 83 68 0.08 83 129 0.08 83
85— 140 42 0.05 99 33 0.04 96 75 0.04 98
Total by Lane 80067 47.97 60 86837 52.03 61 166904 100.00 60
Total by Direction 80067 47.97 60 | 86837 52.03 61
50" Percentile Speed 61
85" Percentile Speed 64




