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IBR # A000143 IBR Title: Athol Building and Building Extension



ADMINISTRATIVE INFORMATION

IBR Title: ATHOL BUILDING AND BUILDING EXPANSION

IBR Project Description: FRAME BUILDING AND BUILDING EXPANSION
USING ITD’S MATERIALS

IBR Lead: Shad Flores, Buyer

Phone: 208-772-1245
Fax: 208-772-1265
E-mail: shad.flores@itd.idaho.gov

Submit sealed bid: Address for US Mail and/or Courier

BIDS MUST BE RECEIVED AT THE PHYSICAL ADDRESS DESIGNATED
FOR COURIER SERVICE AND TIME/DATE STAMPED BY ITD PRIOR TO
THE CLOSING DATE AND TIME.

Shad Flores, Buyer
600 W Prairie Ave
Coeur d’Alene, Idaho 83815

Mandatory Pre-Bid Conference: 10:00 a.m. Pacific Time on September 28, 2016
Mandatory Pre-Bid Conference Location:
Address: ITD’s Athol Maintenance Yard
6303 E Parks Road
Athol, Idaho 83801

Deadline To Receive Questions: 5:00 p.m. Pacific Time on September 30, 2016
IBR Closing Date: 5:00 p.m. Pacific Time on October 13, 2016
IBR Opening Date: 10:30 a.m. Pacific Time on October 14, 2016
Initial Term of Contract and Renewals (service TERM: One time contract not eligible for
completion): renewal

For projects: The service performed under the
contract will begin upon ITD’s written notice to
proceed and must be complete within sixty (60)
calendar days.
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1 PURPOSE

New Athol Building;

The Idaho Transportation Department (ITD) is requesting bids from qualified bidders to construct a new building
with framing materials and trusses already purchased by ITD. The siding and roofing metal will be ordered and
paid for by ITD based on contractors measurements. Contractor would frame and sheet and install metal siding
and roofing with ITD materials in accordance with the specifications contained herein.

Athol Building Extension;

The Idaho Transportation Department (ITD) is requesting bids from qualified bidders to finish constructing an
open lean to expansion on one side of an existing ITD building with ITD supplied materials. Framing materials
already on hand, roofing metal would be ordered and paid for by ITD based on contractors measurements.
Contractor would finish the framing and the installation of metal roofing in accordance with the specifications
contained herein.

Public Works Licensing is Required

| 2  GENERAL INFORMATION, SOLICITATION INSTRUCTIONS AND STANDARD TERMS AND CONDITIONS

This solicitation is issued by the Idaho Transportation Department via:
(http://itd.idaho.gov/AdminServices/NonHwyConstructionProjects/bidding_info.htm). The Idaho
Transportation Department is the only contact for this solicitation. All correspondence regarding this IBR must
be in writing. In the event that it becomes necessary to revise any part of this IBR, addendums will be posted at
the website provide above. It is the responsibility of the bidder to monitor this website for any updates or
addendums. Any oral interpretations or clarifications of this IBR will not be relied upon. All changes to this IBR
must be in writing and posted at to the website to be valid. Alternate bids are not allowed.

The current version of the Idaho Transportation Department, Business & Support Management Solicitation
Terms and Conditions are incorporated by reference into this solicitation, and any resulting contract, as if set
forth in their entirety. This document can be downloaded

at http://itd.idaho.gov/AdminServices/NonHwyConstructionProjects/PDFS/ITD%20BSM%20Solicitation%20Term
s%20and%20Conditions%20July%202015.pdf; or copies obtained by contacting the solicitation’s lead (see
Section 3, Inquiries). Failure by any submitting bidder to obtain a copy of these documents will in no way
constitute or be deemed a waiver by ITD of any term, condition, or requirement contained in the referenced
documents; and no liability will be assumed by ITD for a submitting bidder's failure to consider the Idaho
Transportation Department, Business & Support Management Solicitation Terms and Conditions in preparing its
response to the solicitation.

| 3 INQUIRIES

Questions or other correspondence must be submitted in writing to the ITD contact listed below.

QUESTIONS MUST BE RECEIVED BY 5:00 PM Mountain Time (MT) ON THE DATE LISTED IN THE
ADMINISTRATIVE INFORMATION PAGE. Timely received written questions will be answered via an addendum
which will be posted to http://itd.idaho.gov/AdminServices/NonHwyConstructionProjects/bidding_info.htm.

IBR Lead: Shad Flores, Buyer

Phone: 208-772-1245

Fax: 208-772-1265

E-mail: shad.flores@itd.idaho.gov

Any questions regarding the Idaho Transportation Department, Business & Support Management Solicitation
Terms and Conditions must also be submitted in writing, by the deadline identified in this subsection. ITD will
not consider proposed modifications to these requirements after the date and time set for receiving questions.
Questions regarding these requirements must contain the following:
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1. The rationale for the specific requirement being unacceptable to the party submitting the
guestion (define the deficiency);

2. Recommended verbiage for ITD’s consideration that is consistent in content, context, and
form with ITD’s requirement that is being questioned;

3. Explanation of how ITD’s acceptance of the recommended verbiage is fair and equitable to
both ITD and to the party submitting the question.

Bids which condition the bid based upon ITD accepting other terms and conditions not found in the IBR or
which take exception to ITD’s terms and conditions, will be found non-responsive, and no further
consideration of the bid will be given.

4 SUBMISSION REQUIREMENTS

4.1 Required Bid Submission Items
Your bid submission must consist of the following:

4.1.1 Bid Schedule (Attachment A)

4.1.2 Affidavit: Drug Free Workplace Program (Attachment B)
4.1.3 Subcontractor Licensing — if applicable (Attachment C)
4.1.4 Signature Page (Attachment D)

4.2 Bid Submission Methods

Bids must be submitted manually (via U.S. Mail, courier/hand-delivery) in a sealed envelope/package. Do not

fax or e-mail your bid. Your bid must be received at the location and by the date and time specified on the IBR
Administrative Information Page. The official time, for bid closing purposes, is ITD’s time clock. Alternate bids
will not be allowed.

4.2.1 Submission Method Requirements

Seal all required bid submission items in a single envelope or package (be certain to include an original
hand-written signature in ink OR an electronic digital I.D. on the Signature Page) and label the outside of
the package as follows:

Attn: Idaho Transportation Department; Shad Flores, Buyer
Bidder Name: (Company Name)

IBR Number: A000143

IBR Title: Athol Building and Building Expansion

IBR Closing Date: October 13, 2016

Bidders must provide one (1) original bid.

5 AWARD

Award will be made, all or none, to the responsive, responsible bidder with the lowest Total Cost, as provided on
Attachment A, Bid Schedule.
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| 6 MANDATORY PRE-BID CONFERENCE

All interested parties must attend the mandatory pre-bid conference, at their expense. Date and time listed in
the Administrative Information section of this IBR. Parties interested in attending this conference should notify
(in writing or by e-mail) the IBR Lead no later than one (1) business day prior to the date of the mandatory pre-
bid conference. The written request should specify the name and title of each person who will be attending. A
maximum of three (3) persons for each party interested will be allowed to attend in-person.

No bids will be accepted from bidders that did not attend the mandatory pre-bid conference.

7 POINT(S) OF CONTACT
Administrator and Project Manager for this solicitation and its resulting contract are:

Contract information for ITD’s Project Administrator and Project Manager will be provided to the Contractor
following award of the contract. The Project Manager will be the Contractor’s point of contact for project
specific coordination requirements.

8 SCOPE OF WORK
Athol New Building:
Frame and sheet building according to the plans provided using ITD’s materials on hand.
NOTE: BOTH THE NORTH AND SOUTH ENDS OF THE BUILDING WILL BE CONSTRUCTED THE SAME AS THE SOUTH
ELEVATION DRAWING (drawing #1) ON PLAN SHEET A2. ITD WANTS THE BUILDING TO BE A DRIVE THROUGH.
Concrete footings and concrete floor are already in place.
Roofing metal and siding metal will be ordered and paid for by ITD using contractors measurements.
Contractor to provide all fasteners and hardware except ITD supplied roofing metal and siding metal screws.
ITD will have overhead door hardware, openers and doors installed after the building is complete.
Contractor to ensure all current building codes are followed and must pass all required inspections.
No electrical system work will be included in this bid.
Building permits are already in place.

Athol Building Expansion:

Finish framing open lean-to on west side of existing building according to the plans provided using ITD’s
materials on hand.

Concrete for footings will be provided by ITD based on contractors request and time schedule.

Roofing metal and siding metal will be ordered and paid for by ITD using contractors measurements.
Contractor to provide all fasteners and hardware except ITD supplied roofing metal screws.

Contractor to ensure all current building codes are followed and must pass all required inspections.

No electrical system work will be included in this bid.

Building permits are already in place.

8.1 Worksite Cleanup

The Contractor must keep work areas free of waste materials. Upon completion of work, all waste, tools,
supplies, and materials must be removed from ITD’s premises. Any tools and supplies left onsite after work
completion will be considered property of ITD.

8.2 Work not noted, detailed, or specified

All work required for complete installation or assembly must be included in the bid. Where minor portions of
required work are not noted, detailed, or specified, such work must be done in accordance with proven
construction practice or accepted industry standards at no additional cost to ITD. The Contractor will be held
responsible for verification of existing job conditions prior to bid; no additional cost will be awarded to the
Contractor for failure to verify existing field conditions. Discrepancies or questions arising between actual field
conditions and contract documents must be submitted in accordance with Section 3, Inquiries.
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9 LOCATION
Both of these jobs are in ITD’s Athol Maintenance Yard.
Address: 6303 E Parks Road
Athol, Idaho 83801

| 10 cosT
Provide your fully burdened Total Cost on Attachment A, Bid Schedule.

| 11 ACCEPTANCE OF WORK
Project Manager (Shannon Thornton, Athol Maintenance Foreman) will need to sign off/approve contractors
work before contractors work is accepted and paid for.

| 12 PAYMENT & BILLING

The Contractor must submit invoices to the ITD billing location provided below, for the quantity of work and
supplies delivered and accepted. ITD will render payment for a properly executed invoice NET thirty (30) days
from the date of the invoice, for pay items accepted by ITD.

Invoices must include the following information:
e Contract Number (and name of project/product, if appropriate)
e |dentification of Billing Period.
e Total amount billed for the billing period.
e Detailed description of services/products provided and associated # of hours/$ amounts, as appropriate.
e Name of authorized individual/contact information for Contractor

Invoices must be submitted to:
Idaho Transportation Department
Attn: Accounts Payable
600 W Prairie Ave
Coeur d’Alene, Idaho 83815

Or the following e-mail address: D1AP@itd.idaho.gov

13 CONTRACT MONITORING
If a formal and written complaint is registered with the Contractor in respect to unsatisfactory work
performance, the Contractor will have seventy-two (72) hours in which to respond in person to the complaint, to
remedy the problem(s). Failure to respond in the prescribed time to the complaint or to remedy the problem
may result in termination of the contract as provided in the Idaho Transportation Department, Business &
Support Management Solicitation Terms and Conditions.

If ITD is not satisfied with the results and remediation of the complaint, periodic and joint inspections with the
Contractor may be required to discuss and point out Contractors violations. Failure of the Contractor to attend
these inspections may result in termination of the contract.

14 SURETY BOND REQUIREMENTS
The apparent successful bidder must furnish a performance bond and a payment bond each in the amount of
the contract, within fifteen (15) calendar days upon receipt of the contract from ITD.
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Performance and Payment Bonds must be submitted on the most current version of The American Institute of
Architects (AIA) Document 312, signed by the bidder and their surety company. Power of Attorney for the
person who executes the bond on behalf of the surety as Attorney-In-Fact must accompany the bonds.
Guarantees submitted via any other obligation will NOT be accepted.

The Bonding Surety must be registered and licensed with the Idaho Department of Insurance. Performance and
Payment bonds will not be accepted if the Surety is not registered and licensed in Idaho, and the contract will
not be executed by ITD.

15 DRUG-FREE WORKPLACE PROGRAM
Bidders must submit an affidavit (see Attachment B), certifying compliance with Section 72-1717, Idaho Code,
requiring the Contractor and its subcontractors at the time of bid to provide a drug-free workplace program and
to maintain such program throughout the duration of the Contract.

16 LICENSING OF CONTRACTORS

The Contractor, and any subcontractors, must possess the appropriate public works contractor license in
accordance with Title 54, Chapter 19, Idaho Code, as amended.

The Contractor, and any subcontractors required to be listed in the bid proposal must possess the license by the
date and time of bid submission.

17 SUBCONTRACTORS

The Contractor cannot sublet, sell, transfer, assign, or otherwise dispose of the contract or any portion of the
contract, or the right, title, or interest in the contract without the ITD’s written consent. If ITD consents to
subletting a portion of the work, the Contractor must use its own organization to perform work amounting to at
least thirty percent (30%) of the original contract amount.

If subcontracting is proposed, the bidder must complete Attachment C, Subcontractor Licensing, giving the
name, address, and Public Works Contractors License Number for any and all companies who will, in the event
the bidder secures the contract, complete the plumbing, electrical, or HVAC work under the contract in
accordance with Section 67-2310, Idaho Code.

Companies must possess an appropriate Idaho Public Works Contractors License issued by the State of Idaho
Public Works Contractors State License Board covering the contract work classification in which they are named.

Note: Section 67-2310, Idaho Code, also states "No general contractor shall name any subcontractor in his bid
unless the general contractor has received communication from the subcontractor.”

17.1 ITD Policy Compliance
The following ITD policies apply to this contract when the Contractor is performing work at an ITD facility or when
using ITD equipment or other property. These policies will remain in force for the duration of the contract:

5055 Harassment in the Workplace policy

5523 Alcohol and Drug-free Workplace policy
5510 Computer, E-Mail, and Internet Usage policy
5033 Workplace Violence Policy

These policies are provided

at: http://itd.idaho.gov/AdminServices/NonHwyConstructionProjects/PDFS/ITD%20Policy%20Compliance%20Dec%2
02015.pdf, and incorporated in this agreement. It is the Contractor’s responsibility to read, understand and comply
with these policies; one hundred percent (100%) compliance is mandatory. Furthermore, Contractor is responsible
for ensuring that all their employees and subcontractors adhere to these policies. ITD reserves the right to remove
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from its premises, at any time, any Contractor or his/her employee or subcontractor that fails to follow these
policies. ITD also reserves the right to remove its property, at any time, from any Contractor or his/her employee or
subcontractor that fails to follow these policies.

All Contractor’s employees and subcontractors are required to wear identification badges at all times while on the
ITD’s premises. The Contractor and its employees or subcontractors are not employees of ITD, but ITD retains the
right to control its own work place and the use of its property.

18 RECORDS MAINTENANCE
The Contractor must maintain or supervise the maintenance of all records necessary to properly account for all
payments made to the Contractor pursuant to the Contract. These records must be retained by the Contractor
for at least three (3) years after the Contract terminates, or until all audits initiated within the three (3) years
have been completed, whichever is later.

19 AUDIT RIGHTS
The Contractor agrees to allow State and Federal auditors and ITD purchasing staff access to all the records
relating to this Contract, for audit, inspection, and monitoring of services or performance. Such access will be
during normal business hours or by appointment.

20 INSURANCE REQUIREMENTS

Within fifteen (15) calendar days of notification of award (or such other time as designated by the Purchasing
Activity), the apparent successful bidder must provide certificates of insurance required herein and must
maintain the insurance during the life of the Contract. There are no provisions for exceptions to this
requirement. Failure to provide the certificates of insurance within the fifteen (15) calendar day period may be
cause for your bid to be declared non-responsive or for your contract to be cancelled.

The Contractor must carry liability and property damage insurance that will protect it and the State of Idaho
from claims for damages for bodily injury, including accidental death, as well as for claims for property damages,
which may arise from operations under the Contract whether such operations be by themselves or by anyone
directly or indirectly employed by either of them.

The Contractor cannot commence work under the Contract until it obtains all insurance required under this
provision and furnishes a certificate or other form showing proof of current coverage to the State. All insurance
policies and certificates must be signed copies. After work commences, the Contractor must keep in force all
required insurance until the contract is terminated.

1.1 Commercial General and Umbrella Liability Insurance. Contractor must maintain Commercial General
Liability (CGL) and, if necessary, Commercial Umbrella insurance with a limit of not less than $1,000,000 each
occurrence. If such CGL insurance contains a general aggregate limit, it must apply separately to this Contract.

1.1.1 CGL insurance must be written on I1SO occurrence form CG 00 01 (or a substitute form providing equivalent
coverage) and must cover liability arising from premises, operations, independent contractors, products-
completed operations, personal and advertising injury, and liability assumed under an insured contract
(including the tort liability of another assumed in a business contract).

1.2 Commercial Automobile and Commercial Umbrella Liability Insurance. The Contractor must maintain
Commercial Automobile Liability and, if necessary, Commercial Umbrella Liability insurance with a limit of not
less than $1,000,000 each accident. Such insurance must cover liability arising out of any auto (including owned,
hired, and non-owned autos).
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1.2.1 Bidders may request a waiver from providing Commercial Automobile and Commercial Umbrella Liability
Insurance in its bid if the bidder will not use any owned, hired or non-owned vehicles to conduct business under
the contract, if it is awarded the contract, and the State of Idaho will consider the request. If the bidder submits
a request to waive the provision of Commercial Automobile and Commercial Umbrella Liability Insurance after
the due date and time for receipt of bids or proposals, the State of Idaho may not consider the request.

1.3 Workers Compensation Insurance and Employer's Liability. The Contractor must maintain workers
compensation and employer's liability. The employer's liability must have limits not less than $500,000 each
accident for bodily insurance by accident or $500,000 each employee for bodily injury by disease.

1.3.1 The Contractor must provide either a certificate of workers compensation insurance issued by a surety
licensed to write workers compensation insurance in the State of Idaho, as evidence that the Contractor has in
effect a current Idaho workers compensation insurance policy, or an extraterritorial certificate approved by the
Idaho Industrial Commission from a state that has a current reciprocity agreement with the Idaho Industrial
Commission.

1.4 State of Idaho as Additional Insured: The liability insurance coverage required for performance of the
Contract must include the State of Idaho, the (agency) and its divisions, officers and employees as additional
insured, but only with respect to the Contractor’s activities to be performed under this Contract.

1.4.1 The Contractor must provide proof of the State of Idaho, the (agency) and its divisions, officers and
employees being additional insured by providing endorsements to the liability insurance policies showing the
State of Idaho, the (agency) and its divisions, officers and employees as additional insured. The endorsements
must also show the policy numbers and the policy effective dates.

1.4.2 If a liability insurance policy provides for automatically endorsing additional insured when required by
contract, then, in that case, the Contractor must provide proof of the State of Idaho, the (agency) and its
divisions, officers and employees being additional insured by providing copies of the policy pages that clearly
identify the blanket endorsement.

1.5 Notice of Cancellation or Change: The Contractor must ensure that should any of the above described
policies be cancelled before the expiration date thereof, or if there is a material change, potential exhaustion of
aggregate limits or intent not to renew insurance coverage(s), that written notice will be delivered to the ITD in
accordance with the policy provisions.

1.6 The Contractor must further ensure that all policies of insurance are endorsed to read that any failure to
comply with the reporting provisions of this insurance, except for the potential exhaustion of aggregate limits,
will not affect the coverage(s) provided to the State of Idaho, and its divisions, officers and employees.

1.7 Acceptable Insurers and Deductibles: Insurance coverage required under the Contract must be obtained
from insurers rated A-VIl or better in the latest Bests Rating Guide and in good standing and authorized to
transact business in Idaho. The Contractor must be financially responsible for all deductibles, self-insured
retention’s and/or self-insurance included hereunder. The coverage provided by such policy will be primary to
any coverage of the State on or related to the contract and must provide that the insurance afforded applies
separately to each insured against whom a claim is made, except with respect to the limitation of liability.

Waiver of Subrogation: All policies must contain waivers of subrogation. The Contractor waives all rights against
the State and its officers, employees, and agents for recovery of damages to the extent these damages are
covered by the required policies. Policies may contain deductibles but such deductibles will not be deducted
from any damages due to the State.
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ATTACHMENT A- BID SCHEDULE
IBR # A0O00143 IBR Title: Athol Building and Building Expansion

Company Name of Bidder:

Contact Name/Phone:

Contact E-mail:

Provide your fully burdened Total Cost for providing the materials and labor specified in this solicitation:

ITEM DESCRIPTION EXTENDED PRICE
1 Athol New Building Construction meeting all specifications in this IBR S
2 Athol Building Expansion meeting all specifications in this IBR $
TOTAL COST S

THIS ATTACHMENT MUST BE COMPLETED AND RETURNED WITH RESPONSE
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ATTACHMENT B - AFFIDAVIT: DRUG FREE WORKPLACE PROGRAM

ITB A000143, ATHOL BUILDING AND BUILDING EXTENSION

STATE OF

COUNTY OF

The undersigned being duly sworn upon oath deposes and says that

(Contractor Name)
complies with the provisions of Section 72-1717 Idaho Code (Drug Free Workplace program); that

provides a drug-free workplace program that complies with the

(Contractor Name)
provisions of Idaho Code, Title 72, Chapter 17 and will maintain such program throughout the life this contract

and that will subcontract work only to
(Contractor Name)

subcontractors meeting the requirements of Idaho Code, section 72-1717(1)(a).

Name of Contractor

Address

City and State

By:

(Signature)

Subscribed and sworn to before me this day of , in the year
Commission expires:

NOTARY PUBLIC, residing at

THIS ATTACHMENT MUST BE COMPLETED AND RETURNED WITH RESPONSE
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ATTACHMENT C- SUBCONTRACTOR LICENSING
IBR # A000143 IBR Title: Athol Building and Building Expansion

Provide the names, addresses, public works contractor license numbers, and contract amounts of the Contractor or
Subcontractor(s) who will do the plumbing, electrical, or HYAC work under the contract.

A. Plumbing work by: residing at:

, whose Idaho Public Works Contractors License No. is: ,
whose State Plumbing Bureau License No. is: . Amount: S
B. Electrical work by: residing at:

, Whose Idaho Public Works Contractors License No. is: ,
whose State Electrical Bureau License No. is: . Amount: S
C. HVAC work by: residing at:

, whose Idaho Public Works Contractors License No. is: ,
whose HVAC License No. is: . Amount: S

THIS ATTACHMENT MUST BE COMPLETED AND RETURNED WITH RESPONSE /F SUBCONTRACTING

IBR # A000143 IBR Title: Athol Building and Building Extension



ATTACHMENT D- SIGNATURE PAGE

Idaho Transportation Department
600 W Prairie Ave
Coeur d’Alene, Idaho 83815

SIGNATURE PAGE for Use with a Submitted IBR Response

Bids and pricing information must be typewritten or handwritten in ink. Originals and copies of the bid must be submitted in accordance
with the solicitation documents. Submitted bids must include this signature page with the ORIGINAL signature (ink or electronic digital
1.D.) of an individual authorized to bind of the submitting bidder.

NO LIABILITY WILL BE ASSUMED BY THE IDAHO TRANSPORTATION DEPARTMENT FOR A BIDDER’S FAILURE TO OBTAIN THE TERMS AND
CONDITIONS AND ANY PROPERLY ISSUED SOLICITATION ADDENDUMS IN A TIMELY MANNER FOR USE IN THE BIDDER’S RESPONSE TO THIS
SOLICITATION OR ANY OTHER FAILURE BY THE BIDDER TO CONSIDER THE TERMS, CONDITIONS, AND ANY ADDENDUMS IN THE BIDDER’S
RESPONSE TO THE SOLICITATION.

Send or Hand Deliver your sealed bid package to: Idaho Transportation Department
ATTN: Shad Flores, Buyer
600 W Prairie Ave

Coeur d’Alene, Idaho 83815

This ITB or IBR response is submitted in accordance with all documents and provisions of the specified Bid Number and Title detailed
below. By my signature below | accept the terms, conditions, and requirements contained in the solicitation in effect at the time this ITB or
IBR was issued, as incorporated by reference into this solicitation. As the undersigned | certify | am authorized to sign and submit this
response for the named bidder. | further acknowledge | am responsible for reviewing and acknowledging any addendums that have been
issued for this solicitation.

Bid Number: IBR # Bid Title: Athol Building and Building Expansion

Bidder (Company Name):

ADDRESS:

CITY, ST, ZIP:

PHONE: FAX: EMAIL:
PUBLIC WORKS LICENSE NO: FEIN:

THIS SIGNATURE PAGE MUST BE SIGNED WITH AN ORIGINAL HANDWRITTEN SIGNATURE (PREFERABLY IN BLUE INK) OR AN ELECTRONIC
DIGITAL I.D., AND RETURNED WITH YOUR BID FOR YOUR BID TO BE CONSIDERED.

Original Signature (in ink or electronic digital I.D.) Date

Printed Name Title

IBR # A000143 IBR Title: Athol Building and Building Extension
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STRUCTURAL NOTES:

DESIGN LOADS AS FOLLOWS: 2012 IRC

ROOCF LIVE LOAD: 60 PSF

FLOOR LIVE LOAD: 40 PSF

WIND: 2 MPH 2212 IRC
SEISMIC: CATAGORY C 2006 IRC

THIS BUILDING AS A COMPLETED WHOLE 1S DESIGNED AS A STABLE STRUCTURE IN

RESISTING THE ACTION OF THE ABOVE LOADS. THE CONTRACTOR SHALL TAKE AND 1S
RESPONSIBLE FOR SUCH MEASURES AS ARE NECESSARY TO TEMPORARILY SUPPORT INCOMPLETE
PORTIONS OF THE WORK UNTIL SUCH TIME AS THE ENTIRE STRUCTURE 1S COMPLETE. ALL
STRUCTURAL MEMBERS (INCLUDING BUT NOT LIMITED TO: JOISTS, TRUSSES, BEAMS,

GIRDERS, COLUMNS ¢ STUDS) TO BE CONTINUOUS BETWEEN SUPPORTS UNLESS SPECIFICALLY
DETAILED AND/OR APPROVED BY THE ENGINEER

THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND SITE CONDITIONS BEFORE
STARTING WORK. THE ARCHITECT AND STRUCTURAL ENGINEER SHALL BE NOTIFIED OF ANY
DISCREPANCY. USE DETAILS MARKED "TYPICAL" WHEREVER APPLICABLE. CHANGES,
OMISSIONS OR SUBSTITUTIONS ARE NOT PERMITTED WITHOUT WRITTEN APPROVAL OF THE
ARCHITECT AND STRUCTURAL ENGINEER REFER TO SPECIFICATIONS FOR FURTHER REQUIREMENTS.

GROUND WIND SEISMIC FROST WINTER ICE FLOOD AlR MEAN
SNow SPEED DESIGN |(WEATHERING| LINE TERMITES | DECAY DESIGN SHIELD HAZARDS FREEZE ANNUAL
LOAD (GUST) [CATAGORY DEPTH TEMP. |UNDERLAY INDEX TEMP.

2 ' SLIGHT TO NONE TO 2003 1992
I3 LBSFT?2| 92 MPH c SEVERE 24 MODERATE SLIGHT 12 DEG. F. YES FiRM 1232 472 DEG. F.

2.) FOUNDATIONS:

FOOTINGS ARE DESIGNED TO BEAR ON NATURAL SANDY, GRAVEL WITH A BASIC ALLOWABLE
BEARING PRESSURE OF 1502 PSF WITH INCREASES FOR WIDTH AND DEPTH IN ACCORDANCE
WITH TABLE 18042 OF THE 2023 IBC. ALL FOOTINGS SHALL BEAR I'-@" MINIMUM INTO
NATURAL UNDISTURBED SOIL 2'-@2" MINIMUM BELOW FINISH GRADE. NO FOOTING MAY BE
ABOVE A |-1/2 TO | SLOPE FROM ANY ADJACENT EXCAVATION. DESIGN LATERAL SOIL
PRESSURE 1 AN EQUIVALENT FLUID PRESSURE OF 52 PCF.

22 CONCRETE:

ALL CONCRETE TO BE I.TD. CLASS 3@ MIX.

ALL CONCRETE SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF 3000 PSI. NO
SPECIAL INSPECTION 1S REQUIRED AS DESIGN HAS BEEN BASED ON A COMPRESSIVE STRENGTH
OF 2500 PSI. MAXIMUM CONCRETE AGGREGATE SIZE SHALL BE 3/4".

PROPERTIES:

LOCATION AIR ENTRAINMENT MAX. WATER/CEMENT RATIO SLUMP
FOOTINGS 50% 058 3"
EXTERIOR WALLS 50% 045 3"
INTERIOR WALLS 35% 058 3"
BEAMS/COLUMNS 50% 045 4"
INTERIOR SLABS 35% 058 3"
EXTERIOR SLABS 50% 045 3"

*VARIATIONS MAY BE ALLOWED WITH THE USE OF ADMIXTURES WHICH HAVE BEEN APPROVED
BY THE ENGINEER PRIOR TO THE PLACEMENT OF THE CONCRETE.

REINFORCING TO BE DEFORMED BARS MEETING ASTM A-615 GRADE 60. UNLESS NOTED
OTHERWISE LAP ALL CONTINUOUS REINFORCING 42 DIAMETERS. PROVIDE CORNER BARS
OF SAME SIZE AND SPACING AT ALL WALL INTERSECTIONS AND CORNERS. OPENINGS IN
CONCRETE WALLS LARGER THAN I'2" IN ANY DIMENSION SHALL HAVE 2-%5 TRIM BARS
EXTENDING 2'-2" BEYOND CORNERS. REINFORCING SUPPORT AND/OR SUPPORT BARS ARE
NOT GENERALLY SHOUWN. THE CONTRACTOR 15 RESPONSIBLE FOR THE MEANS AND METHODS
OF SUPPORTING THE REINFORCING PRIOR TO CONCRETE PLACEMENT. SUBMIT REINFORCING
STEEL SHOP DRAWINGS SHOWING WALLS IN ELEVATION.

(CONTINUED)

2. CONCRETE CONTINUED/MINIMUM COVER:

CAST AGAINST ¢ PERMANENTLY EXPOSED TO EARTH 3"
EXPOSED TO EARTH OR WEATHER:
*o - Y2 BARS 2"
* BAR ¢ SMALLER [1/2"

NOT EXPOSED TO WEATHER OR IN CONTACT WITH GROUND:
SLABS, WALLS, JOISTS:

*4 ¢ %8 BAR [1/2"

*l BAR ¢ SMALLER 3/4"
BEAMS, COLUMNS:

PRIMARY REINFORCEMENT, TIES, STIRRUPS, SPIRALS [1/2"

SLEEVES, OPENINGS, CONDUIT, AND OTHER EMBEDDED ITEMS NOT SHOUN ON THE STRUCTURAL
DRAWINGS SHALL BE APPROVED BY THE STRUCTURAL ENGINEER BEFORE POURING. CONDUITS
EMBEDDED IN 8LABS SHALL BE PLACED AT MID-DEPTH AND SHALL NOT BE LARGER IN

OUTSIDE DIMENSION THAN 1/3 THE THICKNESS OF THE SLAB AND SHALL NOT BE SPACED

CLOSER THAN THREE DIAMETERS ON CENTER CONCRETE WITH EMBEDDED CONDUIT SHALL BE

A MINIMUM OF THREE INCHES THICK NOT INCLUDING STEEL DECK.

4.) STRUCTURAL STEEL:

ALL STRUCTURAL STEEL SHALL BE ASTM A-36 EXCEPT WIDE FLANGE SHAPES SHALL BE
ASTM A-992 AND STEEL TUBES SHALL BE ASTM A-500, GRADE B. MILL OR SAW CUT ENDS OF
ALL COLUMNS. WELDING TO BE IN ACCORDANCE WITH AWS STANDARDS WITH ET9XX ROD AND
PERFORMED ONLY BY AWSAWABO CERTIFIED WELDERS.

ANCHOR BOLTS SHALL BE ASTM A307 AND ALL OTHER BOLTS SHALL BE ASTM A325N HIGH
STRENGTH BOLTS UNLESS NOTED OTHERWISE. A325N BOLTS NEED ONLY BE TIGHTENED TO
THE SNUG TIGHT CONDITION. HOLES FOR BOLTS SHALL BE (l/le" + BOLT DIAMETER) AT
STEEL TO STEEL CONNECTIONS AND (3/l6" + BOLT DIAMETER) AT STEEL TO CONCRETE
CONNECTIONS. HEADED STUDS SHALL BE "NELSON" OR EQUIVALENT.

£.) WooD:

ALL FRAMING LUMBER SHALL BE NO. 2 OR BETTER DOUGLAS FIR OR LARCH UN.O. GLUE
LAMINATED BEAMS SHALL BE DOUGLAS FIR OR LARCH, COMBINATION 24F-v8& UNLESS
NOTED OTHERWISE. ALL CONCEALED BEAMS SHALL HAVE INDUSTRIAL APPEARANCE AND
EXPOSED BEAMS SHALL HAVE ARCHITECTURAL APPEARANCE.

ROOF SHEATHING OVER JOISTS SHALL BE APA RATED SHEATHING, EXPOSURE |1, 19/32"
THICKNESS MINIMUM, PANELS SPAN RATING OF 32/l MINIMUM. LAY PANELS WITH LONG
DIRECTION ACROSS SUPPORTS, CONTINUOUS OVER TWO OR MORE SPANS, ALL ENDS OVER
SUPPORTS, AND WITH STAGGERED END JOINTS. NAIL WITH 8d COMMON NAILS 6" OC.
ALONG SHEET EDGES UNLESS NOTED OTHERWISE AND 12" O.C. ALONG INTERMEDIATE
SUPPORTS. USE FLYCLIP AT MID SPAN PANEL EDGES. NO UNBLOCKED PANELS LESS
THAN 12" WIDE SHALL BE USED.

FLOOR SHEATHING OVER JOISTS SHALL BE APA RATED SHEATHING, EXPOSURE |, 3/4"
THICK, T ¢ G SIDES. PANEL SPAN RATING OF 48/24 MINIMUM. LAY PANELS WITH

LONG DIRECTION ACROSS SUPPORTS, CONTINUOUS OVER TWO OR MORE SPANS, ALL ENDS
OVER SUPPORTS, AND WITH STAGGERED END JOINTS. ATTACH W/ GLUE ¢ SCREW W/ *12 x2"
SCREUWS @ &" OC. ALONG SHEET EDGES AND 12" OC. ALONG INTERMEDIATE SUPPORTS.
NO UNBLOCKED SHEATHING PANELS LESS THAN 12" WIDE SHALL BE USED.

EXTERIOR WALL SHEATHING OVER STUDS SHALL BE APA RATED SHEATHING, EXPOSURE |,
15/32" THICK MINIMUM, PANEL SPAN RATING OF 24/@ MINIMUM. BLOCK ALL EDGES,
(CONTINUED)

NAIL WITH 8d COMMON NAILS AT 6" OC. ALONG ALL PANEL EDGES AND AT 12" OC. TO
INTERMEDIATE SUPPORTS.

SHEAR PANEL SHEATHING OVER STUDS SHALL BE APA RATED SHEATHING, EXPOSURE |,
15/32" THICK MINIMUM, PANEL SPAN RATING OF 24/@ MINIMUM. BLOCK ALL EDGES,

NAIL WITH 8d COMMON NAILS AT 4" OC. ALONG ALL PANEL EDGES AND AT 12" OC. TO
INTERMEDIATE SUPPORTS.

ALL STUD WALL SOLE PLATES SHALL BE BOLTED TO CONCRETE FOUNDATION WALL WITH

A MINIMUM OF 172" DIAMETER BOLTS AT A MAXIMUM OF 4'-2" OC, EMBEDDED AT LEAST

T". THERE SHALL BE A MINIMUM OF TWO BOLTS PER PIECE WITH ONE BOLT LOCATED
WITHIN 12" MAXIMUM AND 5" MINIMUM FROM EACH END OF EACH PIECE. BOLT HEADS OR
NUTS IN CONTACT WITH WOOD SHALL HAYE WASHERS. WOOD FRAMING ANCHORS, HANGERS,
ETC. INDICATED SHALL BE "SIMPSON" AS MANUFACTURED BY SIMPSON CO. SAN LEANDRO,
CA. OR EQUIVALENT.

&6.) NAILING SCHEDULE:

CONNECTION NAILS
. JOIST TO DOUBLE PLATES OR BEAM, TOENAILS 3-1od
2. BRIDGING TO JOIST, TOENAIL EACH END 2-&d
3. SOLE PLATE THROUGH SHEATHING TO JOIST OR

BLOCKING, FACE NAIL led @ 8" OC.
4. TOP PLATE TO STUD, END NAIL 2-led
5. STUD TO SOLE PLATE 4-8d TOENAILS OR
2-lod END NAILS
6. DOUBLE STUDS, FACE NAIL led @ 24" OC.
1. DOUBLED TOP FLATES, FACE NAIL led @ 16" OC.
8. TOP PLATES -LAPS (4'-0" MINIMUM) 8-led
-CORNER INTERSECTIONS 2-led
9. CONTINUOUS HEADER, TWO PIECES led @ 16" OC.
ALONG EACH EDGE

I©. CEILING JOISTS TO PLATE, TOENAIL 3-8d
Il. CONTINUOUS HEADER TO STUD, TOENAIL 4-8d
[2. CEILING JOISTS, LAPS OVER PARTITIONS, FACE NAIL 3-led
13. CEILING JOISTS TO PARALLEL RAFTERS, FACE NAIL 3-led
14. RAFTER TO FPLATE, TOENAIL 3-1od
5. 1" BRACE TO EACH STUD AND PLATE, FACE NAIL 2-&d
6. BUILT-UP CORNER STUDS led @ 16" OC.

NAILS IN SCHEDULE ABOVE MAY BE COMMON OR BOX NAILS. WHERE SIZE AND SPACING
OF NAILS ARE SHOUN ON DRAWINGS, NAILS SHALL BE COMMON NAILS. PRIOR TO THE
USE OF POWER DRIVEN NAILS, CONTRACTOR TO CONTACT ENGINEER FOR REVISED NAIL
SPACING.

1.) TRUSS JOISTS:

TRUSS-JOISTS SHALL BE DESIGNED, FABRICATED AND ERECTED, COMPLETE WITH ALL
ACCESSORIES AND BRIDGING, IN ACCORDANCE WITH THE LATEST ICBO RESEARCH
COMMITTEE REPORT AND MANUFACTURER RECOMMENDATIONS. FURNISH COMPLETE DESIGN
CALCULATIONS WITH SHOP DRAUWINGS.

FLOOR DEAD LOAD 32 PSF

8. WoO SSES:
METAL PLATE CONNECTORS SHALL BE ICBO APPROVED.
(CONTINUED)

THE DESIGN, FABRICATION AND INSTALLATION OF METAL PLATE CONNECTED WOOD TRUSSES
SHALL BE IN ACCORDANCE WITH:

1) ANSI/TPI 1 "NATIONAL DESIGN STANDARD FOR METAL -PLATE-CONNECTED WOOD
TRUSS CONSTRUCTION."

2.) TPl HIB "COMMENTARY AND RECOMMENDATIONS FOR HANDLING INSTALLATION AND
BRACING METAL PLATE CONNECTED WOOD TRUSSES."

3) TPl DSB "RECOMMENDED DESIGN SPECIFICATION FOR TEMPORARY BRACING OF METAL
PLATE CONNECTED WOOD TRUSSES."

ALL TRUSSES SHALL BE IDENTIFIED BY APPROYED QUALITY CONTROL AGENCY WITH THEIR
IDENTIFICATION MARK AND SHALL BE MARKED BY THE MANUFACTURER WITH THEIR NAME,
ADDRESS, MAXIMUM LIVE LOAD AND MAXIMUM SPACING.

PROVIDE THE FOLLOWING:

1) COMPLETE DESIGN CALCULATIONS FOR ALL TRUSSES, TRUSS MEMBERS
MEMBER CONNECTIONS AND TRUSS TO TRUSS CONNECTIONS.

2. SHOP DRAWINGS OF EACH TRUSS TYPE SHOUWING PLATE SIZE AND
LOCATION AS WELL AS MEMBER SIZES AND LUMBER GRADES.

3. COMPLETE DIMENSIONED ERECTION DRAWINGS TO SCALE, MINIMUM PLAN
SCALE /8" = I'-@", LOCATING ALL TRUSS TYFPES AND BRACING.

4) ALL TRUSS TO TRUSS CONNECTIONS SHALL BE DESIGNED AND DETAILED
BY THE MANUFACTURER

5) DESIGN AND DETAILS OF COMPLETE SUPPORT STYSTEMS FOR
MISCELLANECUS EQUIPMENT, KITCHEN HOODS, ETC. LOADS, DIMENSIONS,
AND OTHER DATA ARE TO BE OBTAINED FROM SUPPLIERS AND COORDINATED
WITH INSTALLERS OF SUCH ITEMS.

TRUSSES TO SUPPORT LIVE LOADS SPECIFIED, ALL MISCELLANECOUS LOADS AND ALL
DEAD LOADS WHICH SHALL NOT BE LESS THAN THE FOLLOWING MINIMUMS:
ROOF TRUSSES - TOP CHORD 1@ PSF, BOTTOM CHORD 8 PSF

TRUSSES SHALL BE DESIGNED FOR SNOW DRIFTING AND SPECIAL EAVE REQUIREMENTS
IN ACCORDANCE WITH SECTION 1608 OF THE 2003 IBC AND ASCE-1.

ALL METAL PLATES TO BE 3 X 5 INCHES MINIMUM. ERECT TRUSSES IN ACCORDANCE
WITH THE TRUSS PLATE INSTITUTE'S PUBLICATION "BRACING WOOD TRUSSES" LATEST
EDITION. LATERAL BRACING FOR COMPRESSION WEBS MUST BE CONTINUOUS OVER 4 OR
MORE TRUSSES. USE THE TEE-TYPE COMPRESSION MEMBERS WHERE LATERAL BRACING
CANNOT BE USED. IN AREAS WHERE BOTTOM CHORD [5 NOT CONTINUCUSLY SHEATHED,
MANUFACTURER SHALL PROVIDE BRACING REQUIREMENTS.

VALLEY TRUSSES BEARING ON SLOPING SHEATHING WITH THE SLOPE PERPENDICULAR TO THE
FLANE OF THE TRUSSES ARE TO HAVE BEVELED BOTTOM CHORDS. WHEN SLOPE OF ROCF
SHEATHING OYER VALLEY TRUSSES 1S PERPENDICULAR TO THE PLANE OF TRUSSES, TOP
CHORDS ARE TO BE BEVELED.

TRUSS TOP CHORDS ARE TO BE DOUGLAS FIR OR LARCH.
(END OF MATERIAL)
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