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DRAWING NOT TO SCALE.

NUTS.

CABLE A MINIMUM OF 100 FT.-LBS. AGAINST THE INSIDE 

TORQUE THE OUTSIDE NUTS ON EACH END OF THE ANCHOR 

GUARDRAIL SECTIONS AND POST NOS. 1 THROUGH 10.

THROUGH 3 AND THE FIRST TWO 2-SPACE THRIE-BEAM 

HARDWARE COMPONENTS TABLE ARE FOR RAIL SECTION NOS. 1 

QUANTITIES SHOWN IN THE BULLNOSE CRASH CUSHION 

INTERVALS.

POSTS BEYOND POST NO. 7 ARE SPACED AT 6'-3" 

POST NOS. 1 THROUGH 7 ARE SPACED AT 3'-1•" INTERVALS.  

CUSHION IS 10:1 OR FLATTER UP TO AT LEAST POST NO. 9.

THAT THE GRADING BEHIND THE NOSE OF THE CRASH 

THE BULLNOSE CRASH CUSHION IS 10:1 OR FLATTER.  ENSURE 

ENSURE THAT GRADING UNDER, AROUND, AND IN FRONT OF 

OPTIONS).

AND 2 ARE WOOD IN BOTH THE WOOD AND STEEL POST 

CHOSEN.  DO NOT MIX WOOD AND STEEL POSTS (POST NOS. 1 

EITHER THE WOOD OR THE STEEL POST OPTION MAY BE 

SYMMETRICAL OR ASYMMETRICAL DESIGNS MAY BE USED.

BRIDGES, AND FOR GORE AREA PROTECTION.

OR OVERHEAD SIGNS, TO SHIELD THE GAP BETWEEN TWIN 

SHIELD NARROW MEDIAN HAZARDS SUCH AS BRIDGE PIERS 

THE BULLNOSE CRASH CUSHION IS TYPICALLY USED TO 
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