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A-1 Freeway Grading 05-15

A-2

A-3

A-4

Rural  Principal  Arterial  Grading

Rural  Minor Arterial   Grading

Rural  Major Collector Grading

Superelevation

Typical  Roadside Slope Treatment

Median Crossovers

C-1-A-1

C-1-A-2

C-2-C Centerline Rumble Strips For Two-Way Roadways

E-6-H Catch Basin Type 10 (requires D-1-B)

Inlets & Catch Basins Types 4 & 5

12" Thru 30" Slotted Drain (requires D-4-A)

05-15

05-15

05-15

03-05

07-09

03-05

05-13

10-10

10-10

10-11

10-11

10-11

05-14

09-11

12-12

05-07

10-10

10-10

11-08

11-08

11-08

11-08

11-08

11-08

12-12

Wildlife Fence - Fence Type 9

12-10

10-10

10-10

04-06

12-10

12-10

08-11

10-05

12-12

10-10

05-06

08-11

12-10

12-14

10-10

10-10

12-10

10-10

05-06

10-10

10-10

G-2-A-1

G-2-A-2

11-13

11-13

03-05
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05-07

10-10

A-5

A-6

A-7

A-8

A-9

A-10

C-2-A

C-1-C

C-1-B

D-1-A

D-1-B

D-2-A

D-3-C

D-4-A

D-4-B

D-5

D-5-A

D-6

D-7

D-8

F-1-A

E-9

E-8

E-7-C

E-7

E-6-G

E-6-F

E-6-E

E-6-D

E-6-C

E-6-B

E-6-A

D-12

D-10

D-9 G-2-D

G-2-C

G-2-A

G-1-N

G-1-M

G-1-L

G-1-K

G-1-J

G-1-I

G-1-H

G-1-G

G-1-F-2

G-1-F-1

G-1-E

G-1-C-2

G-1-C-1

G-1-B

G-1-A-5

G-1-A-4

F-1-C

F-2-A

F-2-B

F-2-C

F-2-D

F-2-E

G-1-A-1

G-1-A-2

G-1-A-3

Standard Template

Urban Concrete Pavement Details

Catch Basin Type 6

Standard Manhole Frame,  Cover,  & Concrete Collar

Manhole Type B (requires E-9)

Manholes Type C & D (requires E-9)

Manhole Type A (requires E-9)

Inlet Median Drain Type 9

Inlet Type 8

High Tension 8 Wire Fence

Guardrail  Slope Treatment Types A & B

W-Beam Guardrail Installation Assemblies

Guardrail  Bolting Hardware for W-Beam & Thrie Beam

Guardrail  Terminals Type 1  & 1-A (requires G-1-A-1 through G-1-A-4)

Guardrail  Terminal  Type 5 Alternate "A" (requires G-1-A-1 through G-1-A-4)

Guardrail  Terminal  Type 5 Alternate "B" (requires G-1-A-1 through G-1-A-4)

Guardrail  Terminals Type 7 & 8 (requires G-1-A-1 through G-1-A-4)

Guardrail  Terminal Type 11 (requires G-1-A-1 through G-1-A-4)

(requires G-1-A-1 through G-1-A-4 & R-2 when needed)

Guardrail Terminal Types 4-A & 4-B 

Guardrail Terminal  Type 10 (requires G-1-A-1 through G-1-A-4)

Guardrail Terminal  Type 12 (requires G-1-A-1 through G-1-A-4)

G-2-H

G-2-I-1

G-2-I-2 Tall to Standard Concrete Barrier Transition

Tall  Concrete Median Barrier

05-13

01-13

01-13

01-13

05-14

05-13

05-13

05-13

05-14

ITD Roadway Nomenclature Location & Examples

Parabolic Crown

Manhole Collars (PCC Pavement Roundouts)(requires E-9)

Doweled Concrete Pavement Details

Ramp Gore Details (requires C-1-B)

Shoulder Rumble Strips and Rumble Stripes

Watertight Coupling Bands for Corrugated Metal Pipes

Inlets & Catch Basins Types 1, 2, & 3

Inlets & Catch Basins Types 1A, 2A, & 3A

Catch Basin Type 7

Standard Barbed, Woven, Mesh, Combination Wire Fences, & Fencing Details

Gate Types 1,  1A,  & 2 (requires F-2-A)

Chain Link Fence - Fence Type 4

W-Beam Guardrail Posts, Blockouts, & Hardware

Thrie Beam Guardrail

(requires G-1-A-1 through G-1-A-4)

Guardrail  Terminal  Type 2-A, With 10:1 or Flatter Foreslope 

(requires G-1-A-1 through G-1-A-4)

Guardrail  Terminal  Type 2-B, for Less Than 10 : 1 to 6 : 1 Foreslope 

Guardrail  Terminal  Type 9 (requires G-1-A-1 through G-1-A-4)

(requires G-1-A-1 through G-1-A-4)

Guardrail  Installation for Minor Structures & Large Culverts 

Concrete Barrier Terminals

20'  Concrete Barrier

10'  Concrete Barrier

Concrete Parapet to Thrie Beam Guardrail Connector (requires G-1-E)

Concrete Barrier to Thrie Beam Guardrail Connector (requires G-1-E)

Special   Cast-in-place Concrete Barrier (requires G-2-A-1 or G-2-A-2)

Guardrail  Terminal  Type 3 (requires G-1-A-1 through G-1-A-5,  & 615-1)

H-2-C 06-14

H-4-A

H-4-B

06-07

01-13

Rural Approaches (Private, Commercial, & Public)

(additional  required drawings in parentheses)
DRAWING NAME

(additional  required drawings in parentheses)
DRAWING NAME

Pedestrian Pushbutton Placement

Mailbox Turnout & Installation (requires H-4-A)

See Standard Drawing 607-1

See Standard Drawing 607-2

See Standard Drawing 609-1

See Standard Drawing 608-3

See Standard Drawing 608-1

See Standard Drawing 608-2

See Standard Drawing 609-6

See Standard Drawing 609-3

See Standard Drawing 609-2

See Standard Drawing 609-4

See Standard Drawing 609-5

See Standard Drawing 601-1

See Standard Drawing 611-1

See Standard Drawing 611-2

See Standard Drawing 613-1
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