B4

A ROADWAY DRAINAGE
LENGTH OF SLOTTED DRAIN N T T T R gé;Ech?ASIN
K s roms i
H H H H H H H H H H H H C APPROACH SLAB I // BRIDGE APPROACH DRAIN
S I
e | =/ (] @
2] U |
"""""" [} ]
—~— __ ROADWAY DRAINAGE g BRIDGE -
___________ O -0
_______________________________________ 1 / / ‘ 1
I I
2n | | %
EDGE OF PAVEMENT/ R
EDGE OF PAVEMENT SECTIDN
\ LOCATION SKETCH

ne]

CURB OR CONCRETE
BARRIER AS CALLED
FOR ON PLANS

PLAN
(20' BARRIER SHOWN)

[ 30" MAXIMUM|

PAVEMENT SECTION
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NOTES

1. LOCATE CATCH BASINS TO INTERCEPT ROADWAY DRAINAGE PRIOR TO
FLOWING ONTO A BRIDGE AND INTERCEPT DRAINAGE THAT HAS COLLECTED ON
BRIDGE OR AS SHOWN ON THE PLANS.

2. SEE THE DESIGN MANUAL FOR FURTHER INFORMATION ON RUNOFF DRAIN DR
EMBANKMENT PROTECTOR.

5. USE CONCRETE BARRIER WITH SEALED SCUPPERS ON THE UPSTREAM FROM
THE GRATE OPENING. USE GROUT OR PLANT MIX TO SEAL THE SCUPPERS
ALONG THE DRAIN RUNOFF AREA. 10'0OR 20'CONCRETE BARRIER MAY BE USED.

B EE 4. DO NOT USE IN TEMPORARY OR PERMANENT TRAFFIC LANES. USE ONLY
;{’ |- WHERE TRAFFIC IS OCCASIONAL, SUCH AS ON HIGHWAY SHOULDERS.
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SEAL GUARDRAIL SCUPPER OPENINGS

WITH GROUT OR PLANTMIX ON THE
DRAIN SIDE (SEE NOTE NO. 3)

SLOTTED DRAIN

AINAGE

_ - RoADWAY DR

[SOMETRIC VIEW
(10' BARRIER SHOWN)

1'MIN. COVER FOR CORRUGATED METAL PIPE
2'MIN. COVER FOR POLYETHYLENE PIPE

GALVANIZED STEEL APRON
(SEE STD. DWG. D-5)

NATURAL GROUND

OUTLET PROTECTION AREA, WELL
GRADED GRAVEL, 6" MAX. SIZE
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