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1. PRECAST USING CONCRETE CLASS 40A. ENSURE THAT REINFORCING
e iR ooy SEE STD.DWG. G-3-A FOR 1" INSIDE RADIUS STEEL IS IN ACCORDANCE WITH SECTION 708 - METALS OF THE
DELINEATOR CONNECTION 180° BEND STANDARD SPECIFICATIONS FOR HIGHWAY CONSTRUCTION. PROVIDE 2"
3w 0" MINIMUM CONCRETE COVER OVER REINFORCING STEEL UNLESS
/6 9" OTHERWISE NOTED.
2. ENSURE THAT REINFORCING STEEL BENDS ARE MADE IN ACCORDANCE
25" DIA. PLATE o " R $ : WITH THE LATEST A.C.I. STANDARD PRACTICES AND AASHTO
WASHER %" THICK APPROX. 2/2" CAP ¥, DIA TOP_AND . SPECIFICATIONS.
ONE-PIECE o ASTM A36 —— BOTTOM BARS , 3. THE DIMENSIONS SHOWN IN THE REINFORCING STEEL TABLE ARE
I/, DIA x 26" OR 30" " |o 90" STEEL ys MEASURED FROM OUTSIDE-TO-OUTSIDE (0. to 0.) OF BENDS OR BAR
1'/4" DIA. x 26" OR 30" ASTM A36 PIN = ENDS UNLESS OTHERWISE NOTED.
; © 4. PIN CONNECT BARRIER UNITS WHEN POSTED HIGHWAY SPEEDS ARE
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35 MPH OR HIGHER.

5. WHEN PLACED IN NARROW PAVED MEDIANS, PLACE REFLECTORS ON
BOTH SIDES OF THE BARRIER.

6. NOT TO SCALE.
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