FOR ATTACHMENT OF EXTRUDED
ALUMINUM SIGN TO POST

INSTALLATION DETAIL

SIGN POST DETAILS TABLE

POST| POST | EMBEDMENT | NOTCH | BREAKAWAY
TYPE| SIZE | DEPTH A | DEPTH| HOLE SIZE
D-1 | 4"x4" 3-6"

D-2 | 4"x6" 4'-0" 1% | 172" DIA.
D-3 | 6"x6" 5-0" 17a" 2" DIA.
D-4 | 6"x8" 6'-0" 2" 3" DIA.
D-5 | 8"x8" 6'-0" — | SEE NOTE 2

SIGN POST DETAILS TABLE NOTES:

1. 7'-0" MIN. CLEAR DISTANCE BETWEEN 6"x 6" POSTS OR LARGER.
FULL WIDTH SAW CUT NOTCHES ARE REQUIRED ON ALL TWD POST INSTALLATIONS.
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TYPICAL EXTRUDED ALUMINUM SIGN

MOUNTED ON WOOD POSTS

ANGLES ARE REQUIRED FOR MOUNTING EXTRUDED ALUMINUM
PANEL SIGNS.

NOTES:

1.

2.
3.

PLACE LONG DIMENSION OF POST CROSS SECTION PERPENDICULAR TO
THE SIGN FACE.

BACKFILL SHALL BE APPROVED GRANULAR BORROW.

BREAKAWAY HOLES SHALL BE FIELD DRILLED. POSTS 4'x6'' AND
LARGER REQUIRE BREAKAWAY HOLES. THE BREAKAWAY HOLES SHALL BE
DRILLED PARALLEL TO THE SIGN FACE.

. IF THE LOWER SIGN IS AN OBJECT MARKER, THE DIMENSION

SHALL BE 4'-0".

. POSTS SHALL BE PRESSURE TREATED ACCORDING TO SECTION 710.09.
. SEE SIGNING ERECTION SPECIFICATIONS SHEET IN PLANS

FOR 'C' DIMENSION.

OMIT NOTCH FOR SINGLE POST INSTALLATIONS. SHEET ALUMINUM SIGNS MAY REQUIRE THE BRACE ANGLES ORIGINAL STORED
2. NON-BREAKAWAY POST: THE D-5 (8" x 8" POST IS ONLY APPROVED FOR USE DUTSIDE LUMINU u LES. AT: 17D, o
THE CLEAR ZONE OR WITHIN CLEAR ZONE WHEN PROTECTED BY GUARD RAIL OR ST, o
OTHER NCHRP-350 OR MASH DEVICES. Boise, Idaho T o,
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