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W/ BASE PLATE
14" # ANCHOR BOLTS

I\ W/ ADHESIVE ANCHOR
55 k ULT. STRENGTH
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SEE LAP ASSEMBLY
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GENERAL NOTES

(TYPICAL FOR APPRUACH AND TRAILING END OF BRIDGE)

NTS

a* THRIE BEAM & TRANSITION ELEMENT
SECTION NORMALLY RAISES APPRUX.
3" BETWEEN BRIDGE STEEL TUBE &
THE THRIE BEAM END OF TRANSITION
ELEMENT.

b¥ TOP OF POST AND BLOCK SHALL BE
TRIMMED TO FIT THE SLOPE ON THE
THRIE BEAM TRANSITION.

I. MATERIAL FOR POSTS AND PLATES SHALL BE AASHTO M270, GRADE 36.

2. ANCHOR BOLTS SHALL CONFORM TO ASTM DESIGNATION F-1554 GRADE 105 AND NUTS
SHALL BE ASTM A563. ALL GUARDRAIL POST HARDWARE AND ACCESSURIES SHALL
BE GALVANIZED AFTER FABRICATION IN ACCORDANCE WITH AASHTO M-111 OR
AASHTO M-232 EXCEPT AS OTHERWISE NOTED. ALL NUTS SHALL COMPLY WITH
AMERICAN HEX ANSI SPECIFICATION B 18.22.

J. ALL WELDING SHALL BE AS PER AASHTU/AWS DI1.5 STANDARD SPECIFICATIONS
FOR WELDING OF STRUCTURAL STEEL HIGHWAY BRIDGES.

4. THE CONTRACTUOR SHALL FURNISH 3 COPIES OF CERTIFIED MILL TEST REPORTS
COVERING RAIL MATERIAL, POSTS, ANCHOR BOLTS AND OTHER MATERIALS AS
REQUESTED BY THE ENGINEER.

S O

RAIL POSTS SHALL BE SET VERTICALLY.
REMOVE EXISTING METAL RAIL AND CONCRETE ENDS, INSTALL NEW POST WITH

PLATES AND THRIE BEAM RAILS.

0 N

EXISTING METAL RAILING MAY CONTAIN HAZARDOUS MATERIAL (LEAD BASED PAINT).
THIS DRAWING REQUIRES STANDARD DRAWINGS G-1-A-1 THROUGH G-1-A-5 AND IS

SUBJECT TO THE W-BEAM AND THRIE BEAM GUARDRAIL INSTALLATION/REQUIREMENTS
AND HARDWARE/ACCESSURY SPECIFICATIONS.

9. THE COST OF THE ASPHALT OR CUNCRETE RAMP AND ALL HARDWARE INCLUDING
SPACER BLOCKS, NUTS, BOLTS, ETC. NECESSARY TO PROVIDE A COMPLETE
INSTALLATION SHALL BE CONSIDERED INCIDENTAL TO THE COST OF THIS ITEM.

10.

TRANSITION SECTION SHALL BE ASYMMETRICAL. REFER TO RUADWAY STANDARD

DRAWING G-1-A-5 FOR DETAILS.

11.

FIELD CUTS AND FIELD DRILLED HOLES SHALL BE CLEANED AND PAINTED WITH

5 MILS MINIMUM THICKNESS OF FURMULA 2 ZINC RICH PAINT IN ACCORDANCE
WITH SECTION 627 AND SECTION 707.

BLOCKOUTS.

SEE RUADWAY STANDARD DRAWING G-1-A-3, NOTE 7 FOR USE OF POLYETHYLENE
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