District Three ‘
Designated Routes up to 129,000 Pounds July 1, 2016
Idaho State Highway System
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SONNELLY P I e Designated routes for of vehicles not ding one
Valley ¢ e hundred fifteen (115) feet in overall length including load overhang
f (magenta-coded routes). A vehicle combination operating on routes
JJ designated for up to one hundred fifteen (115) feet shall be designed
o o and assembled in a manner whereby its maximum off-tracking will
/ not exceed six point five zero (6.50) feet.

§
g (=== Designated routes for inati not ding ninety-five (95)
; feet in overall length including load overhang (brown-coded routes).
i A vehicle combination operating on routes designated for up to
4 ninety-five (95) feet shall be designed and dina

/ whereby its maximum off-tracking will not exceed five point five zero
e (5.50) feet.

(A
Local Routes

Ny, Non Desi d 129K routes.
Use Extra Length Map for operating requirements.
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Please Note:
'g l\, NOT EXCEED 95 FT AND THE CARGO CARRYING UNITS FOR A FULL TRUCK
1 AND TWO TRAILERS MAY NOT EXCEED 98 FT (INCLUDING THE CONNECTING
/ N DEVICES ON THE ABOVE).
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l) \ CARGO CARRYING UNITS FOR DOUBLES AND TRIPLES COMBINATIONS MAY
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