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ITD 0879   (Rev. 1-08)
Summary of Test Strip Acceptance Testing

	Key Number 
	Project Number
	Project Location

	     
	     
	     

	Contract Item Number
	Aggregate Source Number
	Test Strip Number
	Date

	     
	     
	     
	     


	Loose Mix Testing – Attach each ITD 0832

	Specs
	Mix Property
	Test Section 1
	Test Section 2
	Test Section 3

	
	
	Enter average test results for each Test Section.

	   Min.
	Stability
	     
	
	     
	
	     
	


	3.0 – 5.0 %
	Lab Air Voids
	     
	%
	     
	%
	     
	%

	Per Contractor
	Intended Asphalt Content 
	     
	% (MIX)
	     
	% (MIX)
	     
	% (MIX)

	Intended +/-  0.4%
	Actual Asphalt Content
	     
	% (MIX)
	     
	% (MIX)
	     
	% (MIX)

	Min. 6 microns
	AFT
	     
	micron
	     
	micron
	     
	micron

	      % Min.
	VMA
	     
	%
	     
	%
	     
	%

	N/A
	Compacted Weight of Mix
	     
	lb/ft3
	     
	lb/ft3
	     
	lb/ft3

	N/A
	Theoretical Maximum Density (Rice)
	     
	lb/ft3
	     
	lb/ft3
	     
	lb/ft3

	0.5% Max.
	Mix Percent Moisture
	     
	%
	     
	%
	     
	%

	Density Testing from Cores – Attach each ITD 0892

	Specs
	Core Property
	Test Strip Density

	
	
	Enter average of all cores taken

	92.0 – 96.0 %
	Percent Compaction
	     %

	Sieve Analysis from Ignition Method – Attach each ITD 0833

	Sieves
	405.03F Tolerances
	JMF Target
	Control Points
	Spec Limits
	Test Strip Ave.

of      
	Test Section 1
	Test Section 2
	Test Section 3

	1” (25mm) Sieve
	+/- 7
	     
	     
	     
	     
	     
	     
	     

	3/4” (19mm) Sieve
	+/- 7
	     
	     
	     
	     
	     
	     
	     

	1/2” (12.5mm) Sieve
	+/- 7
	     
	     
	     
	     
	     
	     
	     

	3/8” (9.5mm) Sieve
	+/- 7
	     
	     
	     
	     
	     
	     
	     

	No. 4 (4.75mm) Sieve
	+/- 7
	     
	     
	     
	     
	     
	     
	     

	No. 8 (2.36mm) Sieve
	+/- 5
	     
	     
	     
	     
	     
	     
	     

	No. 16 (1.18mm) Sieve
	+/- 5
	     
	     
	     
	     
	     
	     
	     

	No. 30 (0.600mm) Sieve
	+/- 5
	     
	     
	     
	     
	     
	     
	     

	No. 50 (0.300mm) Sieve
	+/- 5
	     
	     
	     
	     
	     
	     
	     

	No. 100 (0.150mm) Sieve
	+/- 5
	     
	     
	     
	     
	     
	     
	     

	No. 200 (0.075mm) Sieve
	+/- 3
	     
	     
	     
	     
	     
	     
	     

	Aggregate Tests from Cold Feed - Attach ITD 1046

	Specs
	35 Min.
	Sand Equivalency
	     

	
	90% - 1Face     /     60% - 2Face
	Fracture
	    1F     /         2F

	
	15% Max.
	Flat & Elongated
	    %

	
	Min. 45% Cl.-I,II / Min. 40% Cl.-III
	Fine Aggregate Angularity
	    %

	
	
	
	
	

	
	
	Pass
	Fail
	Action Taken if Failing
	

	Conclusion based on test results above:
	Test Section 1
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Reject & Remove
	 FORMCHECKBOX 

	Price Adjustment
	 FORMCHECKBOX 

	

	
	Test Section 2
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Reject & Remove
	 FORMCHECKBOX 

	Price Adjustment
	 FORMCHECKBOX 

	

	
	Test Section 3
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	Reject & Remove
	 FORMCHECKBOX 

	Price Adjustment
	 FORMCHECKBOX 

	


	Contractor has Elected to Use the Test section as Shown Below:
	Engineer’s Response to Contractor’ Selection:

	 FORMCHECKBOX 

	Test Section 1
	 FORMCHECKBOX 

	Test Section 2
	 FORMCHECKBOX 

	Test Section 3
	 FORMCHECKBOX 

	Accepted
	 FORMCHECKBOX 

	Rejected

	Comments: 
	Resident/Regional Engineer’s Signature:
	Date

	     
	
	


