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ITD 0966   (Rev. 3-07)
PG Binder Supplier’s Certification
This form shall accompany the initial shipment of PG binder to the project.  Thereafter, this form shall be furnished with each lot change.
	Is This the Initial Shipment of PG Binder to This Project?
	Lot. Number

	 FORMCHECKBOX 
 Yes
 FORMCHECKBOX 
 No
	     


	Grade
	Customer

	     
	     

	Lot Date
	Contract No.
	Idaho Key No.

	     
	     
	     

	Origin
	Idaho Project No.

	     
	     

	Lot Tonnage
	Location

	     
	     

	Initial B.L. No. for this lot
	Date Shipped
	Project Bid Quantity

	     
	     
	     


	Original
	
	Test Method
	
	SHRP Spec.
	
	Results

	Flash Point 230(C
	
	AASHTO T-48
	
	230.0+
	
	     

	Viscosity 135(C (Pa.s)
	
	AASHTO T-316
	
	3.0 Max.
	
	     

	Dynamic Shear,      (C, G*/sin( (kPa)
	
	AASHTO T-315
	
	1.0 Min.
	
	     

	RTFO Residue
	
	
	
	
	
	

	Mass Change, %
	
	AASHTO T-240
	
	1.0 Max.
	
	     

	Dynamic Shear,      (C, G*/sin( (kPa)
	
	AASHTO T-315
	
	2.2 Min.
	
	     

	Elastic Recovery, 25(C
	
	AASHTO T-301
	
	50% Min.
	
	     

	PAV Residue
	
	
	
	
	
	

	Dynamic Shear,      (C, G* sin( (kPa)
	
	AASHTO T-315
	
	5000 Max.
	
	     

	Creep Stiffness,      (C (Mpa)
	
	AASHTO T-313
	
	300 Max.
	
	     

	m-value,      (C
	
	AASHTO T-313
	
	0.300 Min.
	
	     

	Direct Tension,      (C
	
	AASHTO T-314
	
	1.0% Min.
	
	     


I hereby certify these test results represent the lot indicated above and that this product is meeting AASHTO M-320 specification requirements for the listed grade, as modified by ITD Standard Specification 702.

1) A process control plan has been submitted to the Engineer and ITD Central Laboratory, PO Box 7129, Boise ID  83707-1129.

2) This form has been submitted to the Project Engineer.

	% Anti-Stripping Additive Required by Contract 
	% Added
	Brand

	     
	     
	     


	Signature
	Company

	     
	     

	Printed Name
	Title
	Date

	     
	     
	     


