IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2002 Permanent Weigh-In-Motion Data
District 1 - MicaFlats- US95 - .5 Mi. N. Kidd Cr. Rd.
Monday 1 July Thru Wednesday 31 July 2002
Total Traffic - All Lanes Included

Vehicle Direction of Travel
North Bound South Bound

Lane Lane | Average Lane Lane | Average Tota Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 803 7.79 25 313 0.26 26 1116 0.85 25
30-35 345 3.35 34 534 0.44 33 879 0.67 34
35-40 519 5.04 40 632 0.52 38 1151 0.88 39
40-45 104 1.01 43 599 0.50 43 703 0.54 43
45-50 720 6.99 48 2053 1.70 49 2773 212 48
50-55 105 1.02 52 9453 7.84 54 9558 7.31 54
55 -60 591 5.74 60 32106 26.64 58 32697 24.99 58
60 — 65 481 4.67 61 47000 38.99 63 47481 36.29 62
65—70 69 0.67 66 21162 17.56 67 21231 16.23 67
70-75 110 1.07 72 5417 4.49 72 5527 4,22 72
75-80 965 9.37 80 916 0.76 77 1881 1.44 79
80 -85 992 9.63 81 233 0.19 82 1225 0.94 82
85— 140 4499 43.67 119 120 0.10 97 4619 3.53 119
Tota by Lane 10303 7.87 84 | 120538 92.13 62 130841 100.00 63
Total by Direction 10303 7.87 84 | 120538 92.13 62
50" Percentile Speed 62
85" Percentile Speed 68




