Idaho Transportation Department
Monthly Speed Distribution for September 2011

Site Names: 00160, Topaz

County: Bannock (3)

Funct. Class: R Principal Arterial - Other
Location: US-30 1.6 Mi. W of Maughan Rd

Roadway | W DIR E DIR w1 w2 E2 E1l
0-30 3 2| 1 1 1 0 1
30-35 3 1 2 1 0 1
35-40 7 6 2 3 3 1 1
40-45 55 49 6 22 27 1 5
45-50 229 193 36 99 94 4 31
50-55 770 516 253 303 213 24 229
55-60 2,036 958 1,078 601 357 149 928
60-65 1,230 444 786 259 185 202 584
65-70 398 126 272 65 61 107 165)
70-75 103 38 65 17 21 28 37,
75-80 22 7 15 3 4 7 8
80-85 5 2 3 1 2 1
85-140 3 1 2 1 1 1 1
Average 59 57 60 57 57 62 59
Median 58 57 59 57 57 62 59
85th %tile 64 63 65 63 63 68 64
% over 55 78 67 38 69 65 94 87
% over 60 36 26 45 25 28 66 40
% over 65 11 7 14 6 9 27 11
% over 70 3 2 3 2 3 7 2]
% over 75 1 0 1 0 1 2 1
% over 80 0 0 0 0 0 0 0
% over 85 0 0 0 0 0 0 0
Total 4,865 2,344 2,520 1,376 968 526 1,994

Created 04/21/2012 6:59:03PM MSO01: Pagelof1



