
Idaho Transportation Department
Annual Speed Distribution for 2016

Site Names:
County:
Funct. Class:
Location:

00248, Hawthorne
Bannock
U Principal Arterial - Interstate
I-86  0.5 Mi. W of Jct US-91, Pocatello

Roadway Des DIR Asc DIR Des1 Des2 Asc2 Asc1

0-20 4 2 2 1 1 1 0

20-25 1 0 0 0 0 0 0

25-30 1 1 1 0 0 0 0

30-35 3 1 2 1 0 0 1

35-40 9 4 5 4 0 1 4

40-45 24 13 11 13 1 1 10

45-50 65 38 27 36 2 2 25

50-55 169 95 74 91 4 6 68

55-60 485 272 213 258 14 16 197

60-65 1,601 857 744 791 65 69 675

65-70 2,882 1,784 1,098 1,492 292 136 963

70-75 2,748 1,425 1,322 995 431 242 1,080

75-80 2,217 1,053 1,164 571 482 322 842

80-85 1,788 412 1,376 168 244 520 856

85-90 238 82 156 25 57 71 85

90-95 17 6 11 2 4 5 6

95-100 4 2 2 1 1 1 1

100-120 2 1 1 0 1 1 1

Average 72 70 73 69 75 77 72

Median 72 70 74 68 75 78 72

85th %tile 81 78 82 76 81 84 81

% over 55 98 97 98 97 100 99 98

% over 60 94 93 95 91 99 98 94

% over 65 81 79 83 73 95 93 80

% over 70 57 49 65 40 76 83 60

% over 75 35 26 44 17 49 66 37

% over 80 17 8 25 4 19 43 20

% over 85 2 1 3 1 4 6 2
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Roadway Des DIR Asc DIR Des1 Des2 Asc2 Asc1

Total 12,257 6,047 6,210 4,448 1,599 1,395 4,815
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