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BEARING TABULATION TABLE 
 
Bridge name or reference.  
Bearing identification mark  
Number of bearings required  

Upper Surface  Seating Material 
Lower Surface  

Serviceability  Upper Face 
Strength  
Serviceability  

Allowable average  
contact pressure 
(psi) Lower Face 

Strength  
max  
perm  

Vertical 

min  
Transverse  

Service Limit State 

Longitudinal  
Vertical  
Transverse  

Design Load effects 

Strength Limit State 

Longitudinal  
Transverse  Irreversible 
Longitudinal  
Transverse  

Service Limit State 

Reversible 
Longitudinal  
Transverse  Irreversible 
Longitudinal  
Transverse  

Translation 

 
Strength Limit State 

Reversible 
Longitudinal  
Transverse  Irreversible 
Longitudinal  
Transverse  

Rotation (RAD) Service Limit State 

Reversible 
Longitudinal  
Transverse  Upper Surface 
Longitudinal  
Transverse  Lower Surface 
Longitudinal  

Maximum bearing 
dimensions (in) 

Overall height  
Vertical  
Transverse  

Tolerable movement of bearing under transient loads (in) 

Longitudinal  
Transverse  Allowable resistance to translation under service limit state (kips) 
Longitudinal  
Transverse  Allowable resistance to rotation under service limit state (k/ft) 
Longitudinal  

Type of attachment to structure Transverse  
 


