
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2002 Permanent Weigh-In-Motion Data 

District 1 - Mica Flats - US95 - .5 Mi. N. Kidd Cr. Rd. 
Tuesday 1 October Thru Thursday 31 October 2002 

Total Commercial Traffic - All Lanes Included 
 

 Commercial Vehicle Direction of Travel    

 North Bound South Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles                   1483  21.26  12884  1483  21.26  12884  

SNGL UNIT TRK:  3 axles                   1776  25.47  28225  1776  25.47  28225  

SNGL UNIT TRK:  4 axles or more                   95    1.36  46073  95    1.36  46073  

TRK w/SNGL TRLR:  4 axles or less                   334   4.79  31171  334   4.79  31171  

TRK w/SNGL TRLR:  5 axles                   1471  21.09  50579  1471  21.09  50579  

TRK w/SNGL TRLR:  6 axles                   356   5.10  62734  356   5.10  62734  

TRK w/SNGL TRLR:  7 axles or more                   1306  18.73  84960  1306  18.73  84960  

TRK w/2 TRLRS:  5 axles or less                   4     0.06  51825  4     0.06  51825  

TRK w/2 TRLRS:  6 axles                   8     0.11  63213  8     0.11  63213  

TRK w/2 TRLRS:  7 axles                   68    0.98  66235  68    0.98  66235  

TRK w/2 TRLRS:  8 axles or more                   60    0.86  73012  60    0.86  73012  

TRK w/3 TRLRS:  7 axles                   10    0.14  82590  10   0.14  82590  

TRK w/3 TRLRS:  8 axles or more                   3     0.04  103033 3     0.04  103033 

          

Total Commercial by Lane                   6974  100.00 43368  6974  100.00 43368  

Total Commercial by Direction                   6974  100.00 43368                    
                   


