
IDAHO TRANSPORTATION DEPARTMENT 
VEHICLE SPEED BY LANE REPORT – From 2004 Permanent Weigh-In-Motion Data 

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge 
Thursday 1 January Thru Saturday 31 January 2004 

Total Traffic - All Lanes Included 
 

 Vehicle Direction of Travel    

 North Bound South Bound 
   

Speed Bin 
Lane 
Count 

Lane 
% 

Average 
Speed 

Lane 
Count 

Lane 
% 

Average 
Speed 

Total 
Count Type % 

Average 
Speed 

0 – 30 143   0.27  25  144   0.28  25  287   0.28  25  

30 – 35 258   0.50  34  210   0.41  33  468   0.45  33  

35 – 40 818   1.57  38  578   1.11  38  1396  1.34  38  

40 – 45 2320  4.45  43  1835  3.54  43  4155  4.00  43  

45 – 50 6696  12.85  48  5844  11.27  48  12540  12.06  48  

50 – 55 12478  23.94  53  12345  23.81  53  24823  23.88  53  

55 – 60 16293  31.26  58  17604  33.95  58  33897  32.60  58  

60 – 65 11007  21.12  62  11187  21.58  62  22194  21.35  62  

65 – 70 1873  3.59  67  1823  3.52  67  3696  3.56  67  

70 – 75 187   0.36  72  214   0.41  72  401   0.39  72  

75 – 80 26    0.05  78  33    0.06  77  59    0.06  78  

80 – 85 4     0.01  83  8     0.02  83  12    0.01  83  

85 – 140 12    0.02  113 25    0.05  117 37    0.04  116 

          

Total by Lane 52115  50.13  56  51850  49.87  56  103965 100.00 56  

Total by Direction 52115  50.13  56  51850  49.87  56                 

50th Percentile Speed 57                                           

85th Percentile Speed 62                                           

                   


