
IDAHO TRANSPORTATION DEPARTMENT 
VEHICLE SPEED BY LANE REPORT – From 2004 Permanent Weigh-In-Motion Data 

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge 
Thursday 1 July Thru Saturday 31 July 2004 
Total Traffic - All Lanes Included 

 

 Vehicle Direction of Travel    

 North Bound South Bound 
   

Speed Bin 
Lane 
Count 

Lane 
% 

Average 
Speed 

Lane 
Count 

Lane 
% 

Average 
Speed 

Total 
Count Type % 

Average 
Speed 

0 – 30 66   0.10  24 30   0.05   25 96   0.07  24 

30 – 35 29   0.04  32 14   0.02   34 43   0.03  33 

35 – 40 50   0.08  38 69   0.11   39 119   0.09  39 

40 – 45 162   0.25  44 306   0.47   43 468   0.36  43 

45 – 50 968   1.47  49 1465  2.24   49 2433  1.85  49 

50 – 55 5335  8.07  54 7495  11.47  54 12830 9.76  54 

55 – 60 21798 32.99 58 25106 38.43  58 46904 35.70 58 

60 – 65 29169 44.15 62 25144 38.49  62 54313 41.34 62 

65 – 70 7452  11.28 67 4975  7.62   67 12427 9.46  67 

70 – 75 848   1.28  72 586   0.90   72 1434  1.09  72 

75 – 80 126   0.19  78 92   0.14   78 218   0.17  78 

80 – 85 43   0.07  82 21   0.03   83 64   0.05  83 

85 – 140 27   0.04  100 18   0.03   103 45   0.03  101 

          

Total by Lane 66073 50.29 61 65321 49.71  60 131394 100.00 60 

Total by Direction 66073 50.29 61 65321 49.71  60       

50th Percentile Speed 61                    

85th Percentile Speed 64                    
                   


