
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge 
Sunday 1 August Thru Tuesday 31 August 2004 
Total Commercial Traffic - All Lanes Included 

 

 Commercial Vehicle Direction of Travel    

 North Bound South Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 2019  18.30 17274 2250  19.86  15796 4269  19.09 16495 

SNGL UNIT TRK:  3 axles 1951  17.69 42679 2012  17.76  35551 3963  17.72 39060 

SNGL UNIT TRK:  4 axles or more 160   1.45  57814 88   0.78   58011 248   1.11  57884 

TRK w/SNGL TRLR:  4 axles or less 733   6.65  33056 701   6.19   24947 1434  6.41  29092 

TRK w/SNGL TRLR:  5 axles 3618  32.80 68938 3568  31.49  65583 7186  32.14 67272 

TRK w/SNGL TRLR:  6 axles 1336  12.11 56010 899   7.93   68667 2235  10.00 61101 

TRK w/SNGL TRLR:  7 axles or more 747   6.77  93969 1392  12.28  101884 2139  9.57  99120 

TRK w/2 TRLRS:  5 axles or less 25   0.23  72788 27   0.24   52481 52   0.23  62244 

TRK w/2 TRLRS:  6 axles 65   0.59  68731 63   0.56   68389 128   0.57  68563 

TRK w/2 TRLRS:  7 axles 241   2.18  88889 224   1.98   76334 465   2.08  82841 

TRK w/2 TRLRS:  8 axles or more 117   1.06  114527 87   0.77   99489 204   0.91  108114 

TRK w/3 TRLRS:  7 axles 13   0.12  85885 18   0.16   86000 31   0.14  85952 

TRK w/3 TRLRS:  8 axles or more 5   0.05  88380 2   0.02   114100 7   0.03  95729 

          

Total Commercial by Lane 11030 49.33 53376 11331 50.67  52994 22361 100.00 53182 

Total Commercial by Direction 11030 49.33 53376 11331 50.67  52994       
                   


