
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge 
Friday 1 October Thru Sunday 31 October 2004 
Total Commercial Traffic - All Lanes Included 

 

 Commercial Vehicle Direction of Travel    

 North Bound South Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 1808  16.80 16376 1831  17.22  15399 3639  17.01 15884 

SNGL UNIT TRK:  3 axles 2025  18.81 43167 2044  19.22  35124 4069  19.02 39127 

SNGL UNIT TRK:  4 axles or more 222   2.06  61394 48   0.45   59442 270   1.26  61047 

TRK w/SNGL TRLR:  4 axles or less 437   4.06  37429 465   4.37   29333 902   4.22  33255 

TRK w/SNGL TRLR:  5 axles 3407  31.65 71590 3218  30.26  66995 6625  30.96 69358 

TRK w/SNGL TRLR:  6 axles 1348  12.52 60872 936   8.80   70360 2284  10.67 64760 

TRK w/SNGL TRLR:  7 axles or more 819   7.61  102679 1446  13.60  105026 2265  10.59 104177 

TRK w/2 TRLRS:  5 axles or less 23   0.21  71722 34   0.32   56594 57   0.27  62698 

TRK w/2 TRLRS:  6 axles 56   0.52  74618 58   0.55   67717 114   0.53  71107 

TRK w/2 TRLRS:  7 axles 415   3.86  104111 413   3.88   74862 828   3.87  89522 

TRK w/2 TRLRS:  8 axles or more 169   1.57  122664 112   1.05   98551 281   1.31  113053 

TRK w/3 TRLRS:  7 axles 31   0.29  108245 28   0.26   63154 59  0.28  86846 

TRK w/3 TRLRS:  8 axles or more 4   0.04  123200        4   0.02  123200 

          

Total Commercial by Lane 10764 50.31 58591 10633 49.69  56369 21397 100.00 57487 

Total Commercial by Direction 10764 50.31 58591 10633 49.69  56369       
                   


