
IDAHO TRANSPORTATION DEPARTMENT 
VEHICLE SPEED BY LANE REPORT – From 2004 Permanent Weigh-In-Motion Data 

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge 
Friday 1 October Thru Sunday 31 October 2004 

Total Traffic - All Lanes Included 
 

 Vehicle Direction of Travel    

 North Bound South Bound 
   

Speed Bin 
Lane 
Count 

Lane 
% 

Average 
Speed 

Lane 
Count 

Lane 
% 

Average 
Speed 

Total 
Count Type % 

Average 
Speed 

0 – 30 166   0.17  23 54   0.06   24 220   0.11  23 

30 – 35 35   0.04  33 29   0.03   34 64   0.03  33 

35 – 40 107   0.11  39 87   0.09   38 194   0.10  39 

40 – 45 354   0.37  43 385   0.40   43 739   0.39  43 

45 – 50 1781  1.85  49 2125  2.22   49 3906  2.04  49 

50 – 55 9130  9.48  54 10725 11.22  54 19855 10.35 54 

55 – 60 33514 34.78 58 36030 37.70  58 69544 36.24 58 

60 – 65 40640 42.18 62 37977 39.74  62 78617 40.96 62 

65 – 70 9300  9.65  67 7112  7.44   67 16412 8.55  67 

70 – 75 1066  1.11  72 825   0.86   72 1891  0.99  72 

75 – 80 174   0.18  78 126   0.13   78 300   0.16  78 

80 – 85 44   0.05  83 36   0.04   82 80   0.04  83 

85 – 140 41   0.04  103 58   0.06   106 99   0.05  105 

          

Total by Lane 96352 50.20 60 95569 49.80  60 191921 100.00 60 

Total by Direction 96352 50.20 60 95569 49.80  60       

50th Percentile Speed 61                    

85th Percentile Speed 64                    
                   


