
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge 
Wednesday 1 December Thru Friday 31 December 2004 

Total Commercial Traffic - All Lanes Included 
 

 Commercial Vehicle Direction of Travel    

 North Bound South Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 1661  18.36 15677 1517  17.46  16156 3178  17.92 15906 

SNGL UNIT TRK:  3 axles 1013  11.20 37748 1048  12.06  37548 2061  11.62 37647 

SNGL UNIT TRK:  4 axles or more 74   0.82  60136 32   0.37   61378 106   0.60  60511 

TRK w/SNGL TRLR:  4 axles or less 318   3.51  39106 303   3.49   33503 621   3.50  36372 

TRK w/SNGL TRLR:  5 axles 3179  35.13 70760 2910  33.49  72181 6089  34.33 71439 

TRK w/SNGL TRLR:  6 axles 1347  14.89 61969 967   11.13  78338 2314  13.05 68810 

TRK w/SNGL TRLR:  7 axles or more 770   8.51  104725 1256  14.45  111050 2026  11.42 108646 

TRK w/2 TRLRS:  5 axles or less 18   0.20  74017 20   0.23   63125 38   0.21  68284 

TRK w/2 TRLRS:  6 axles 61   0.67  69646 59   0.68   72600 120   0.68  71098 

TRK w/2 TRLRS:  7 axles 439   4.85  111231 448   5.16   75423 887   5.00  93146 

TRK w/2 TRLRS:  8 axles or more 159   1.76  114469 123   1.42   106803 282   1.59  111125 

TRK w/3 TRLRS:  7 axles 3   0.03  91167 6   0.07   50033 9   0.05  63744 

TRK w/3 TRLRS:  8 axles or more 6   0.07  114983 1   0.01   112900 7   0.04  114686 

          

Total Commercial by Lane 9048  51.01 60101 8690  48.99  63767 17738 100.00 61897 

Total Commercial by Direction 9048  51.01 60101 8690  48.99  63767       
                   


