
Idaho Transportation Department
Annual Speed Distribution for 2013

Site Names:
County:
Funct. Class:
Location:

00247, Hiline
Bannock
U Principal Arterial - Interstate
I-86  0.8 Mi. E of Jct US-91, Pocatello

Roadway Des DIR Asc DIR Des1 Des2 Asc3 Asc2 Asc1

0-30 10 8 3 5 3 1 1 1

30-35 6 2 4 1 1 1 1 2

35-40 20 4 16 3 1 3 5 8

40-45 65 13 53 10 2 10 15 28

45-50 217 42 175 33 8 36 46 94

50-55 820 186 634 147 39 138 157 339

55-60 2,962 949 2,012 755 194 508 550 955

60-65 8,452 3,520 4,932 2,827 693 1,405 1,710 1,817

65-70 6,804 3,967 2,838 3,189 778 844 1,063 930

70-75 2,145 1,570 575 1,177 394 190 213 172

75-80 420 328 92 213 115 36 33 23

80-85 65 50 15 27 23 6 5 4

85-140 24 15 9 7 8 3 3 3

Average 64 66 63 66 66 63 63 62

Median 64 66 63 66 66 63 63 62

85th %tile 70 71 68 71 73 69 69 68

% over 55 95 98 92 98 98 94 94 89

% over 60 81 89 75 89 89 78 80 67

% over 65 43 56 31 55 58 34 35 26

% over 70 12 18 6 17 24 7 7 5

% over 75 2 4 1 3 6 1 1 1

% over 80 0 1 0 0 1 0 0 0

% over 85 0 0 0 0 0 0 0 0

Total 22,009 10,653 11,357 8,394 2,259 3,179 3,801 4,377

Page 1 of 1AS01:Created   01/22/2015   4:35:18PM


