
Idaho Transportation Department
Annual Length Distribution for 2022

Site names:
County:
Funct Class:
Location:

00247
Bannock
U Principal Arterial - Interstate Axle Factor Grp:

Growth Factor Grp:

1
2
3

I-86  0.7 Mi. E of Jct US-91, Pocatello

Seasonal Factor Grp:
Daily Factor Grp:

Road E W E Lane1 E Lane2 E Lane3 W Lane2 W Lane1

0-6 77
.30%

62
.46%

15
.12%

24
.41%

35
.78%

3
.09%

13
.13%

2
.07%

6-23 21,841
86.12%

11,616
86.29%

10,225
85.93%

5,419
93.43%

3,722
83.36%

2,476
77.44%

8,323
85.89%

1,902
86.10%

23-40 703
2.77%

365
2.71%

337
2.84%

118
2.03%

135
3.02%

113
3.52%

265
2.73%

72
3.28%

40-70 992
3.91%

510
3.79%

482
4.05%

117
2.02%

192
4.30%

201
6.28%

388
4.00%

94
4.25%

70-121 1,749
6.90%

908
6.75%

841
7.07%

122
2.10%

381
8.54%

405
12.66%

702
7.24%

139
6.30%

Total 25,361
100.00%

13,462
100.00%

11,900
100.00%

5,800
100.00%

4,465
100.00%

3,197
100.00%

9,690
100.00%

2,209
100.00%
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