
Idaho Transportation Department
Annual Speed Distribution for 2011

Site Names:
County:
Funct. Class:
Location:

00248, Hawthorne
Bannock
U Principal Arterial - Interstate
I-86  0.5 Mi. W of Jct US-91, Pocatello

Roadway Des DIR Asc DIR Des1 Des2 Asc2 Asc1

0-30 12 2 10 1 1 1 9

30-35 16 1 15 1 0 1 14

35-40 122 3 119 3 0 14 105

40-45 625 11 614 11 0 163 450

45-50 778 39 738 38 1 313 425

50-55 735 134 601 130 4 173 429

55-60 1,147 437 711 418 19 92 618

60-65 1,989 1,196 793 1,101 95 87 706

65-70 1,981 1,344 636 1,099 246 114 522

70-75 1,842 1,162 680 776 386 175 505

75-80 1,157 833 324 396 437 222 102

80-85 192 129 63 39 90 60 3

85-140 13 9 4 3 7 3 0

Average 63 68 59 66 73 60 58

Median 65 68 59 66 74 58 59

85th %tile 74 76 72 74 79 77 70

% over 55 78 96 61 95 99 53 63

% over 60 68 88 47 85 98 47 47

% over 65 49 66 32 58 91 40 29

% over 70 30 40 20 30 71 32 16

% over 75 13 18 7 11 41 20 3

% over 80 2 3 1 1 7 4 0

% over 85 0 0 0 0 0 0 0

Total 10,608 5,301 5,306 4,014 1,287 1,419 3,888
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