Idaho Transportation Department
Monthly Length Distribution forJanuary, 2025

Site names: 00067 Seasonal Factor Grp: 3
County: Power Daily Factor Grp: 3
Funct Class: R Principal Arterial - Interstate Axle Factor Grp: 3
Location: 1-86 1.7 Mi. W of US-30 IC (WB) Growth Factor Grp:
Road E W E Lanel | E Lane2 | W Lane2 | W Lanel
0-6 8 5 3 3 2 2 2
.07% .08% .06% .07% 12% .13% .04%
6-23 9,748 4,917 4,830 3,544 1,374 1,346 3,484
83.31% 83.65% 82.96% 79.69% 95.93% 95.85% 78.86%
23-40 319 156 162 142 15 15 148
2.72% 2.66% 2.79% 3.18% 1.02% 1.06% 3.34%
40-70 835 511 324 488 23 23 301
7.14% 8.69% 5.57% 10.98% 1.61% 1.64% 6.81%
70-121 791 289 502 270 19 19 484
6.76% 4.92% 8.63% 6.07% 1.32% 1.32% 10.95%
Total 11,701 5,879 5,822 4,447 1,432 1,404 4,418
100.00% | 100.00% | 100.00% | 100.00% | 100.00% | 100.00% | 100.00%
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