
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 4 - Filer - US30 - 2.0 Mi. W. C/L 
Thursday 1 January Thru Saturday 31 January 2004 

Total Commercial Traffic - All Lanes Included 
 

 Commercial Vehicle Direction of Travel    

 West Bound East Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 1363  38.73  10755  1285  36.48  13370  2648  37.61  12024  

SNGL UNIT TRK:  3 axles 366   10.40  23819  413   11.73  36445  779   11.06  30513  

SNGL UNIT TRK:  4 axles or more 4     0.11  58950  5     0.14  40620  9     0.13  48767  

TRK w/SNGL TRLR:  4 axles or less 225   6.39  27648  240   6.81  26072  465   6.60  26834  

TRK w/SNGL TRLR:  5 axles 1262  35.86  46507  1192  33.84  56750  2454  34.85  51482  

TRK w/SNGL TRLR:  6 axles 74    2.10  44701  149   4.23  60287  223   3.17  55115  

TRK w/SNGL TRLR:  7 axles or more 17   0.48  80429  48    1.36  82629  65    0.92  82054  

TRK w/2 TRLRS:  5 axles or less 1     0.03  61600  1     0.03  28800  2     0.03  45200  

TRK w/2 TRLRS:  6 axles 3     0.09  75167  7     0.20  45571  10    0.14  54450  

TRK w/2 TRLRS:  7 axles 180   5.12  75715  170   4.83  67887  350   4.97  71913  

TRK w/2 TRLRS:  8 axles or more 13    0.37  85877  6     0.17  102183 19    0.27  91026  

TRK w/3 TRLRS:  7 axles 11    0.31  79564  5     0.14  45360  16    0.23  68875  

TRK w/3 TRLRS:  8 axles or more                   1     0.03  65000  1     0.01  65000  

          

Total Commercial by Lane 3519  49.98  31005  3522  50.02  37502  7041  100.00 34255  

Total Commercial by Direction 3519  49.98  31005  3522  50.02  37502                    
                   


