
IDAHO TRANSPORTATION DEPARTMENT 
VEHICLE SPEED BY LANE REPORT – From 2004 Permanent Weigh-In-Motion Data 

District 4 - Filer - US30 - 2.0 Mi. W. C/L 
Thursday 1 January Thru Saturday 31 January 2004 

Total Traffic - All Lanes Included 
 

 Vehicle Direction of Travel    

 West Bound East Bound 
   

Speed Bin 
Lane 
Count 

Lane 
% 

Average 
Speed 

Lane 
Count 

Lane 
% 

Average 
Speed 

Total 
Count Type % 

Average 
Speed 

0 – 30 101   0.19  26  136   0.24  26  237   0.21  26  

30 – 35 204   0.38  33  304   0.53  34  508   0.46  34  

35 – 40 522   0.96  38  831   1.46  38  1353  1.21  38  

40 – 45 1079  1.99  43  1616  2.83  43  2695  2.42  43  

45 – 50 2671  4.92  48  3400  5.96  48  6071  5.45  48  

50 – 55 7153  13.17  54  8000  14.02  53  15153  13.61  53  

55 – 60 20995  38.66  58  19665  34.46  58  40660  36.51  58  

60 – 65 17662  32.52  62  17828  31.24  62  35490  31.86  62  

65 – 70 3304  6.08  67  4424  7.75  67  7728  6.94  67  

70 – 75 499   0.92  72  696   1.22  72  1195  1.07  72  

75 – 80 77    0.14  78  115   0.20  78  192   0.17  78  

80 – 85 17    0.03  82  37    0.06  83  54    0.05  83  

85 – 140 29    0.05  98  13    0.02  97  42    0.04  98  

          

Total by Lane 54313  48.76  59  57065  51.24  58  111378 100.00 58  

Total by Direction 54313  48.76  59  57065  51.24  58                 

50th Percentile Speed 59                                           

85th Percentile Speed 63                                           

                   


