
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 4 - Filer - US30 - 2.0 Mi. W. C/L 
Thursday 1 April Thru Friday 30 April 2004 

Total Commercial Traffic - All Lanes Included 
 

 Commercial Vehicle Direction of Travel    

 West Bound East Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 2217  38.58  11453  2095  35.19  12428  4312  36.85  11927  

SNGL UNIT TRK:  3 axles 636   11.07  25775  706   11.86  35005  1342  11.47  30631  

SNGL UNIT TRK:  4 axles or more 10    0.17  51050  17    0.29  51547  27    0.23  51363  

TRK w/SNGL TRLR:  4 axles or less 429   7.46  25943  473   7.94  24394  902   7.71  25131  

TRK w/SNGL TRLR:  5 axles 2022  35.18  43477  2077  34.88  59511  4099  35.03  51601  

TRK w/SNGL TRLR:  6 axles 160   2.78  53974  207   3.48  69955  367   3.14  62987  

TRK w/SNGL TRLR:  7 axles or more 69    1.20  79406  140   2.35  103669 209   1.79  95658  

TRK w/2 TRLRS:  5 axles or less 4     0.07  35125  2     0.03  37600  6     0.05  35950  

TRK w/2 TRLRS:  6 axles 29    0.50  52086  9     0.15  34311  38    0.32  47876  

TRK w/2 TRLRS:  7 axles 155   2.70  85026  212   3.56  59512  367   3.14  70288  

TRK w/2 TRLRS:  8 axles or more 6     0.10  72467  2     0.03  178600 8     0.07  99000  

TRK w/3 TRLRS:  7 axles 8     0.14  72838  14    0.24  36150  22    0.19  49491  

TRK w/3 TRLRS:  8 axles or more 2     0.03  59500                    2     0.02  59500  

          

Total Commercial by Lane 5747  49.12  29827  5954  50.88  38567  11701  100.00 34274  

Total Commercial by Direction 5747  49.12  29827  5954  50.88  38567                    
                   


