
IDAHO TRANSPORTATION DEPARTMENT 
VEHICLE SPEED BY LANE REPORT – From 2004 Permanent Weigh-In-Motion Data 

District 4 - Filer - US30 - 2.0 Mi. W. C/L 
Wednesday 1 December Thru Friday 31 December 2004 

Total Traffic - All Lanes Included 
 

 Vehicle Direction of Travel    

 West Bound East Bound 
   

Speed Bin 
Lane 
Count 

Lane 
% 

Average 
Speed 

Lane 
Count 

Lane 
% 

Average 
Speed 

Total 
Count Type % 

Average 
Speed 

0 – 30 44   0.06  22 134   0.17   26 178   0.12  25 

30 – 35 50   0.07  34 205   0.26   33 255  0.17  33 

35 – 40 273   0.36  39 531   0.68   38 804   0.52  38 

40 – 45 680   0.90  43 912   1.17   43 1592  1.04  43 

45 – 50 2272  3.01  49 2443  3.13   48 4715  3.07  49 

50 – 55 8913  11.81 54 8460  10.86  54 17373 11.32 54 

55 – 60 29561 39.16 58 27811 35.69  58 57372 37.39 58 

60 – 65 27485 36.41 62 28485 36.55  62 55970 36.48 62 

65 – 70 5167  6.84  67 7385  9.48   67 12552 8.18  67 

70 – 75 797   1.06  72 1282  1.65   72 2079  1.36  72 

75 – 80 138   0.18  78 191   0.25   77 329   0.21  78 

80 – 85 56   0.07  83 68   0.09   83 124   0.08  83 

85 – 140 58   0.08  97 23   0.03   94 81   0.05  96 

          

Total by Lane 75494 49.21 59 77930 50.79  60 153424 100.00 60 

Total by Direction 75494 49.21 59 77930 50.79  60       

50th Percentile Speed 60                    

85th Percentile Speed 64                    
                   


