
IDAHO TRANSPORTATION DEPARTMENT 
VEHICLE SPEED BY LANE REPORT – From 2004 Permanent Weigh-In-Motion Data 

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd. 
Sunday 1 February Thru Sunday 29 February 2004 

Total Traffic - All Lanes Included 
 

 Vehicle Direction of Travel    

 West Bound East Bound 
   

Speed Bin 
Lane 
Count 

Lane 
% 

Average 
Speed 

Lane 
Count 

Lane 
% 

Average 
Speed 

Total 
Count Type % 

Average 
Speed 

0 – 30 57    0.18  24  80    0.24  21  137   0.21  22  

30 – 35 30    0.10  33  38    0.12  34  68    0.11  33  

35 – 40 49    0.16  39  81    0.25  38  130   0.20  39  

40 – 45 212   0.69  43  281   0.85  43  493   0.77  43  

45 – 50 566   1.83  48  726   2.21  48  1292  2.03  48  

50 – 55 1423  4.61  53  1594  4.85  53  3017  4.73  53  

55 – 60 2897  9.39  58  3492  10.62  58  6389  10.02  58  

60 – 65 8049  26.08  63  8816  26.82  63  16865  26.46  63  

65 – 70 12797  41.46  68  13277  40.40  68  26074  40.91  68  

70 – 75 3793  12.29  72  3873  11.78  72  7666  12.03  72  

75 – 80 690   2.24  78  449   1.37  78  1139  1.79  78  

80 – 85 202   0.65  83  107   0.33  82  309   0.48  83  

85 – 140 100   0.32  90  52    0.16  91  152   0.24  91  

          

Total by Lane 30865  48.43  65  32866  51.57  65  63731  100.00 65  

Total by Direction 30865  48.43  65  32866  51.57  65                 

50th Percentile Speed 66                                           

85th Percentile Speed 70                                           

                   


