IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2004 Permanent Weigh-In-Motion Data
District 5 - Georgetown - US30 - .7 SE. of Nounan Rd.

Saturday 1 May Thru Monday 31 May 2004
Total Traffic- All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 30 0.07 23 161 0.37 19 191 0.23 20
30-35 6 0.01 33 10 0.02 33 16 0.02 33
35-40 13 0.03 38 9 0.02 39 22 0.03 38
40 — 45 29 0.07 44 47 0.11 44 76 0.09 44
45 -50 150 0.36 49 190 0.44 340 0.40 49
50-55 614 147 54 812 1.89 1426 1.68 54
55 -60 1962 4.69 58 2755 6.42 58 4717 5.56 58
60 — 65 9209 21.99 63 11356 26.45 63 20565 24.25 63
65-70 20619 49.24 68 20705 48.22 68 41324 48.72 68
70-75 7302 17.44 72 5855 13.64 72 13157 1551 72
75-80 1387 331 78 735 171 78 2122 2.50 78
80-85 396 0.95 83 211 0.49 82 607 0.72 83
85 —140 157 0.37 91 93 0.22 92 250 0.29 91
Tota by Lane 41874 49.37 67 42939 50.63 66 84813 100.00 67
Total by Direction 41874 49.37 67 42939 50.63 66
50" Percentile Speed 67
85" Percentile Speed 71




