
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd. 
Sunday 1 August Thru Tuesday 31 August 2004 
Total Commercial Traffic - All Lanes Included 

 

 Commercial Vehicle Direction of Travel    

 West Bound East Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 883   7.36  15965 855   5.60   15055 1738  6.38  15517 

SNGL UNIT TRK:  3 axles 511   4.26  34059 385   2.52   37227 896   3.29  35420 

SNGL UNIT TRK:  4 axles or more 69   0.58  53394 81   0.53   52448 150   0.55  52883 

TRK w/SNGL TRLR:  4 axles or less 452   3.77  27320 420   2.75   25680 872   3.20  26530 

TRK w/SNGL TRLR:  5 axles 9317  77.69 70266 12793 83.83  77635 22110 81.13 74529 

TRK w/SNGL TRLR:  6 axles 292   2.43  81768 300   1.97   69043 592   2.17  75319 

TRK w/SNGL TRLR:  7 axles or more 192   1.60  106665 142   0.93   98178 334   1.23  103057 

TRK w/2 TRLRS:  5 axles or less 14   0.12  60357 34   0.22   67535 48   0.18  65442 

TRK w/2 TRLRS:  6 axles 54   0.45  64607 41   0.27   76217 95   0.35  69618 

TRK w/2 TRLRS:  7 axles 172   1.43  84624 169   1.11   65870 341   1.25  75329 

TRK w/2 TRLRS:  8 axles or more 28   0.23  111404 32   0.21   118844 60   0.22  115372 

TRK w/3 TRLRS:  7 axles 8   0.07  73100 9   0.06   64433 17   0.06  68512 

TRK w/3 TRLRS:  8 axles or more                    

          

Total Commercial by Lane 11992 44.00 64139 15261 56.00  71490 27253 100.00 68255 

Total Commercial by Direction 11992 44.00 64139 15261 56.00  71490       
                   


