
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd. 
Wednesday 1 September Thru Thursday 30 September 2004 

Total Commercial Traffic - All Lanes Included 
 

 Commercial Vehicle Direction of Travel    

 West Bound East Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 783   7.12  15187 759   5.59   15894 1542  6.27  15535 

SNGL UNIT TRK:  3 axles 454   4.13  34388 279   2.05   40045 733   2.98  36541 

SNGL UNIT TRK:  4 axles or more 53   0.48  40751 114   0.84   58206 167   0.68  52666 

TRK w/SNGL TRLR:  4 axles or less 388   3.53  25901 355   2.61   27915 743   3.02  26863 

TRK w/SNGL TRLR:  5 axles 8258  75.12 68390 11195 82.43  79323 19453 79.16 74682 

TRK w/SNGL TRLR:  6 axles 416   3.78  69851 248   1.83   73661 664   2.70  71274 

TRK w/SNGL TRLR:  7 axles or more 273   2.48  102833 321   2.36   105671 594   2.42  104367 

TRK w/2 TRLRS:  5 axles or less 20   0.18  60390 14   0.10   75121 34   0.14  66456 

TRK w/2 TRLRS:  6 axles 36   0.33  73508 72   0.53   76521 108   0.44  75517 

TRK w/2 TRLRS:  7 axles 267   2.43  93634 199   1.47   70197 466   1.90  83626 

TRK w/2 TRLRS:  8 axles or more 32   0.29  125819 17   0.13   108929 49   0.20  119959 

TRK w/3 TRLRS:  7 axles 13   0.12  41177 6   0.04   89200 19  0.08  56342 

TRK w/3 TRLRS:  8 axles or more       2   0.01   118500 2   0.01  118500 

          

Total Commercial by Lane 10993 44.73 63225 13581 55.27  73864 24574 100.00 69105 

Total Commercial by Direction 10993 44.73 63225 13581 55.27  73864       
                   


