
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE BY LANE REPORT – From2004 Permanent Weigh-In-Motion Data 

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd. 
Friday 1 October Thru Sunday 31 October 2004 
Total Commercial Traffic - All Lanes Included 

 

 Commercial Vehicle Direction of Travel    

 West Bound East Bound 
   

Commercial Vehicle Type 
Lane 
Count 

Lane 
% 

Average 
GVW 

Lane 
Count 

Lane 
% 

Average 
GVW 

Total 
Count Type % 

Average 
GVW 

SNGL UNIT TRK:  2 axles 792   6.59  14555 691   5.38   15373 1483  5.96  14936 

SNGL UNIT TRK:  3 axles 224   1.86  34646 182   1.42   38591 406   1.63  36415 

SNGL UNIT TRK:  4 axles or more 28   0.23  38311 15   0.12   47540 43   0.17  41530 

TRK w/SNGL TRLR:  4 axles or less 377   3.14  24668 263   2.05   26016 640   2.57  25222 

TRK w/SNGL TRLR:  5 axles 9617  80.00 67386 11125 86.63  80713 20742 83.43 74534 

TRK w/SNGL TRLR:  6 axles 325   2.70  78286 215   1.67   69859 540   2.17  74931 

TRK w/SNGL TRLR:  7 axles or more 231   1.92  105642 96   0.75   97543 327   1.32  103264 

TRK w/2 TRLRS:  5 axles or less 17   0.14  67712 26   0.20   71665 43   0.17  70102 

TRK w/2 TRLRS:  6 axles 53   0.44  72300 39   0.30   82510 92   0.37  76628 

TRK w/2 TRLRS:  7 axles 315   2.62  92671 152   1.18   69733 467   1.88  85205 

TRK w/2 TRLRS:  8 axles or more 34   0.28  114053 22   0.17   122891 56   0.23  117525 

TRK w/3 TRLRS:  7 axles 8   0.07  45850 16   0.12   111944 24   0.10  89913 

TRK w/3 TRLRS:  8 axles or more                    

          

Total Commercial by Lane 12021 48.35 63720 12842 51.65  75354 24863 100.00 69729 

Total Commercial by Direction 12021 48.35 63720 12842 51.65  75354       
                   


