
IDAHO TRANSPORTATION DEPARTMENT 
COMMERCIAL VEHICLE SPEED BY LANE REPORT – From 2004 Permanent Weigh-In-Motion Data 

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd. 
Wednesday 1 December Thru Friday 31 December 2004 

Total Commercial Traffic - All Lanes Included 
 

 Commercial Vehicle Direction of Travel    

 West Bound East Bound 
   

Speed Bin 
Lane 
Count 

Lane 
% 

Average 
Speed 

Lane 
Count 

Lane 
% 

Average 
Speed 

Total 
Count Type % 

Average 
Speed 

0 – 30 3   0.03  25 8   0.07   29 11   0.05  28 

30 – 35 18   0.18  34 42   0.34   34 60   0.27  34 

35 – 40 41   0.41  38 97   0.79   39 138   0.62  39 

40 – 45 90   0.90  43 201   1.64   43 291   1.30  43 

45 – 50 169   1.68  48 413   3.36   48 582   2.61  48 

50 – 55 319   3.17  53 629   5.12   53 948   4.25  53 

55 – 60 531   5.28  58 907   7.39   58 1438  6.44  58 

60 – 65 2235  22.23 63 2470  20.12  63 4705  21.07 63 

65 – 70 4922  48.96 68 5564  45.32  68 10486 46.96 68 

70 – 75 1547  15.39 72 1844  15.02  72 3391  15.19 72 

75 – 80 151   1.50  77 98   0.80   77 249   1.12  77 

80 – 85 23   0.23  83 3   0.02   82 26   0.12  82 

85 – 140 5   0.05  87 1   0.01   89 6   0.03  88 

          

Total Commercial by Lane 10054 45.02 66 12277 54.98  65 22331 100.00 65 

Total Commercial by Direction 10054 45.02 66 12277 54.98  65       

50th Percentile Speed 67                    

85th Percentile Speed 71                    
                   


