
Idaho Transportation Department
Annual Speed Distribution for 2011

Site Names:
County:
Funct. Class:
Location:

00160, Topaz
Bannock
R Principal Arterial - Other
US-30  1.6 Mi. W of Maughan Rd

Roadway Des DIR Asc DIR Des1 Des2 Asc2 Asc1

0-30 4 3 1 2 1 0 1

30-35 4 2 2 1 1 1 2

35-40 10 7 2 4 3 1 2

40-45 46 39 7 21 18 1 6

45-50 168 141 27 80 61 3 24

50-55 555 400 155 256 143 15 141

55-60 1,536 763 773 510 252 101 672

60-65 1,180 445 735 292 153 161 574

65-70 620 207 413 135 72 117 296

70-75 160 44 116 24 20 41 76

75-80 31 8 24 3 4 9 15

80-85 8 2 6 1 1 2 4

85-140 5 1 4 0 1 1 3

Average 60 58 62 58 58 63 61

Median 59 58 61 58 58 63 61

85th %tile 66 64 68 64 65 69 67

% over 55 82 71 91 73 69 95 90

% over 60 46 34 57 34 34 73 53

% over 65 19 13 25 12 13 38 22

% over 70 5 3 7 2 4 12 5

% over 75 1 1 2 0 1 3 1

% over 80 0 0 0 0 0 1 0

% over 85 0 0 0 0 0 0 0

Total 4,325 2,060 2,265 1,330 730 453 1,812
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