Idaho Transportation Department
Annual Speed Distribution for 2016

Site Names: 00160, Topaz
County: Bannock
Funct. Class: R Principal Arterial - Other
Location: US-30 1.6 Mi. W of Maughan Rd
Roadway | Des DIR | Asc DIR Desl Des2 Asc2 Ascl
0-20 1 1 1 0 0 0 0
20-25 0 0 0 0 0 0 0
25-30 1 0 1 0 0 0 1
30-35 3 1 2 1 0 0 1
35-40 6 3 2 2 1 1 1
40-45 12 8 4 6 2 1 3
45-50 26 17 8 15 3 1 7
50-55 77 55 22 49 7 3 19
55-60 249 177 72 157 20 6 66
60-65 1,079 653 426 562 91 35 391
65-70 2,524 1,189 1,336 946 243 202 1,133
70-75 940 380 561 273 107 160 401
75-80 198 56 143 35 21 56 87
80-85 50 11 39 7 5 18 21
85-90 12 3 10 2 1 5 4
90-95 3 1 3 0 1 2 1
95-100 1 0 1 0 0 1 0
100-120 1 0 1 0 0 0 0
Average 67 66 68 66 67 70 67
Median 67 67 68 66 68 70 68
85th %tile 72 71 73 70 73 76 72
% over 55 98 97 99 96 97 99 98
% over 60 93 90 96 89 93 98 95
% over 65 72 64 80 61 75 90 77
% over 70 23 18 29 15 27 49 24
% over 75 5 3 7 2 5 17 5
% over 80 1 1 2 0 1 5 1
% over 85 0 0 1 0 0 2 0
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