
Idaho Transportation Department
Annual Length Distribution for 2024

Site names:
County:
Funct Class:
Location:

00247
Bannock
U Principal Arterial - Interstate Axle Factor Grp:

Growth Factor Grp:

1
2
3

I-86  0.7 Mi. E of Jct US-91, Pocatello

Seasonal Factor Grp:
Daily Factor Grp:

Road E W E Lane1 E Lane2 E Lane3 W Lane3 W Lane2 W Lane1

0-6 138
.55%

119
.88%

19
.16%

84
8.22%

30
.46%

5
.08%

1
.13%

4
.07%

15
.24%

6-23 21,327
84.09%

11,361
84.18%

9,966
83.97%

739
72.11%

5,712
89.34%

4,910
80.79%

677
85.45%

3,938
79.36%

5,351
87.53%

23-40 841
3.32%

416
3.08%

425
3.58%

36
3.51%

173
2.70%

207
3.41%

34
4.25%

185
3.73%

207
3.38%

40-70 1,086
4.28%

581
4.30%

506
4.26%

66
6.42%

206
3.22%

309
5.09%

33
4.14%

255
5.13%

218
3.57%

70-121 1,970
7.77%

1,018
7.55%

952
8.02%

100
9.73%

273
4.27%

645
10.62%

48
6.03%

581
11.71%

323
5.28%

Total 25,364
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100.00%
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100.00%

1,025
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6,394
100.00%

6,077
100.00%

793
100.00%

4,962
100.00%

6,114
100.00%
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