
Idaho Transportation Department
Annual Length Distribution for 2024

Site names:
County:
Funct Class:
Location:

00248
Bannock
U Principal Arterial - Interstate Axle Factor Grp:

Growth Factor Grp:

3
3
3

I-86  0.5 Mi. W of Jct US-91, Pocatello (WB)

Seasonal Factor Grp:
Daily Factor Grp:

Road E W E Lane1 E Lane2 W Lane2 W Lane1

0-6 32
.24%

17
.25%

15
.23%

9
.16%

8
.55%

5
.30%

10
.21%

6-23 9,966
75.07%

5,015
74.83%

4,951
75.32%

3,745
71.68%

1,270
85.96%

1,319
84.21%

3,632
72.53%

23-40 806
6.07%

412
6.15%

393
5.98%

355
6.80%

57
3.88%

93
5.94%

300
6.00%

40-70 875
6.59%

427
6.37%

448
6.82%

354
6.77%

73
4.95%

61
3.90%

387
7.73%

70-121 1,597
12.03%

831
12.40%

766
11.65%

762
14.59%

69
4.66%

88
5.64%

678
13.53%

Total 13,276
100.00%

6,702
100.00%

6,574
100.00%

5,224
100.00%

1,477
100.00%

1,567
100.00%

5,008
100.00%
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