
Idaho Transportation Department
Monthly Length Distribution forJanuary, 2025

Site names:
County:
Funct Class:
Location:

00248
Bannock
U Principal Arterial - Interstate Axle Factor Grp:

Growth Factor Grp:

3
3
3

I-86  0.5 Mi. W of Jct US-91, Pocatello (WB)

Seasonal Factor Grp:
Daily Factor Grp:

Road E W E Lane1 E Lane2 W Lane2 W Lane1

0-6 12
.11%

6
.11%

6
.11%

2
.04%

4
.38%

2
.14%

4
.10%

6-23 8,207
77.63%

4,222
77.65%

3,985
77.62%

3,226
75.25%

996
86.61%

958
85.77%

3,028
75.35%

23-40 514
4.87%

278
5.12%

236
4.60%

246
5.74%

32
2.78%

62
5.53%

174
4.34%

40-70 515
4.87%

232
4.27%

283
5.51%

183
4.26%

49
4.30%

33
2.93%

250
6.23%

70-121 1,323
12.52%

699
12.85%

625
12.16%

630
14.70%

68
5.93%

63
5.64%

562
13.98%

Total 10,571
100.00%

5,437
100.00%

5,134
100.00%

4,287
100.00%

1,150
100.00%

1,117
100.00%

4,018
100.00%

ML01P: Page 1 of 1Created Tue Feb 11 19:55:11 MST 2025


